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Abstract 

Solute clustering and precipitation in an Al-Cu-Mg-Ag-Si model alloy has been investigated by 

atom probe tomography (APT) as well as high-angle annular dark-field (HAADF) imaging 

and electron energy loss spectroscopy (EELS) in the scanning transmission electron 

microscope (STEM). Nine types of solute clusters (Cu, Ag, Mg-Cu, Mg-Ag, Mg-Cu-Si, Mg-

Ag-Si, Mg-Ag-Cu, Cu-Ag-Si and MgAgCuSi) were observed by APT in both the as-

quenched alloy and after ageing the alloy at 180 °C for 1 h. Three types of precipitates (Ω 
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(AlCuMgAg), し (Al2Cu) and Mg2Si) were observed by APT and HAADF-STEM after further 

ageing at 180 °C for 24 h and 100 h. We propose that MgAgCu and MgAgCuSi clusters are 

likely to be responsible for the formation of the Ω (AlCuMgAg) phase. Furthermore, we also 

suggest that the し (Al2Cu) phase forms from Cu clusters and the Mg2Si phase forms from the 

decomposition of MgAgSi and MgAgCuSi clusters by losing Ag to Ω phase growth. Many 

early binary clusters (Mg-Cu, Mg-Ag) do not seem to undergo a significant further growth 

during ageing; these are more likely to be transformed into complex ternary and quaternary 

clusters and be subsequently consumed during the growth of large clusters / precipitates. 

Furthermore, it is proposed that the plate-like Ω (AlCuMgAg) precipitates evolve 

continuously from the MgAgCu and MgAgCuSi clusters, rather than via heterogeneous 

nucleation on their precursors (i.e. MgAgCu and MgAgCuSi clusters). More interestingly, 

even after ageing at 180 °C for 100 h, the Ω (AlCuMgAg) precipitates remain coherent with 

the g-Al matrix, indicating that these precipitates have a high thermal stability. This can 

mainly be attributed to the presence of a single Mg-Ag-rich monolayer observed at the 

interface between the Ω precipitate and the g-Al matrix, significantly improving the 

coarsening resistance of the Ω (AlCuMgAg) precipitates. Our results thus reveal links 

between a variety of solute clusters and the different types of precipitates in the Al-Cu-Mg-

Ag-Si model alloy. Such information can in the future be used to control the precipitation by 

tailoring solute clustering. 

 

Keywords: Al  alloy; Solute clustering; Precipitation; HAADF-STEM; Atom probe 

tomography 
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1. Introduction  

High-performance Al alloys have been widely used in the aerospace and automotive 

industries. Al is regarded as the second most important metal next to steel because of its 

relatively low processing costs, its light weight and its ability to be heat treated to fairly high 

strengths. Cluster and precipitation hardening occurs very often during heat treatment, 

resulting in strengthening effects for high-performance Al  alloys [1-3]. Accurate tailoring of 

solute clustering and precipitation is crucial for improving the performance of Al alloys, in 

particular at elevated temperatures. This approach has been widely used in the development of 

Al -Cu [4-6], Al-Cu-Mg [7-13], Al -Cu-Sn [14-16], Al -Mg-Si [17-21] and Al -Zn-Mg-Cu [22-

24] alloys. The Al -Cu-Mg-Ag system in particular [25-48] has been developed as a high 

strength Al  alloy thanks to plate-like Ω (AlCuMgAg) and し (Al2Cu) precipitates habiting on 

the {111} and {001} planes, respectively. More specifically, its high strength and thermal 

stability have been attributed to the peculiar crystallography of the Ω precipitate, and in 

particular its propensity for interfacial segregation. Using high-angle annular dark-field 

(HAADF) imaging and energy-dispersive X-ray spectroscopy (EDX) as well as electron 

energy loss spectroscopy (EELS) in the scanning transmission electron microscope (STEM), 

two layers of Ag and Mg segregation were observed on the surfaces of the broad faces of the 

Ω plates [27, 38], which are believed to relieve the coherent strain at the g-Al  / Ω interface. 

However, solute clustering is hard to observe using HAADF-STEM imaging and EDX or 

EELS mapping alone due to their limited sensitivity to low dopant levels [27, 38]. In order to 

elucidate solute clustering, the very high sensitivity of atom probe tomography (APT) was 

used to reveal that the Ω phase may evolve from co-clusters in a mechanism not involving the 

segregation of Mg and Ag at the interface of g-Al  / Ω [39]. To date, however, a systematic 

research on how many types of clusters are able to form in the alloy is lacking. More 

importantly, it is also unclear which solute clusters are responsible for subsequent 

precipitation of a particular precipitation phase.  
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Furthermore, coarsening of precipitates can cause the loss of their strengthening effect in Al 

alloys under extreme service conditions. Achieving an improvement in the coarsening 

resistance remains a significant research challenge for the international materials community. 

One of the most important approaches to overcome the coarsening-induced softening problem 

in precipitation-hardening Al alloys is to increase the number density and coherence level of 

precipitates within the g-Al matrix [49]. This requires successfully tailoring solute clustering, 

thereby controlling precipitation as well as engineering the precipitates / Al matrix interfaces 

in order to develop novel high-performance Al alloys.  

In this paper, an Al-Cu-Mg-Ag-Si model alloy is used to investigate solute clustering and 

precipitation with an enhanced coarsening resistance via a thorough atomic scale experimental 

characterisation including both APT and HAADF-STEM imaging as well as EELS in the 

STEM. The main goal of this combined approach is to gain insights into solute clustering and 

precipitation as well as to understand the effect of the interface structure and the composition 

of precipitates on their coarsening resistance at elevated temperatures. A special focus is 

placed on the link between solute clustering and subsequent precipitation. Such information 

will be useful to guide the design and development of novel high-performance Al alloys.   

 

2. Experimental  

The model Al–4.0Cu–0.3Mg–1.0Ag–0.1Si alloy (wt. %, used through this paper unless 

specified otherwise) was prepared from high purity Al (99.9998%), Cu (99.99%), Mg (99.9%), 

Ag (99.99%) and Si (99.999%). The composition was measured by inductively coupled 

plasma optical emission spectrometry (ICP-OES). It should be noted here that the addition of 

a higher amount of Ag (1.0 wt. %) than commonly used in commercial Al alloys is mainly 

aimed at elucidating the solute co-clustering of Ag, Mg and Cu. It should also be noted that Si 

is also added (about 0.1 wt.%) in order to provide a more meaningful comparison with results 

obtained from commercial purity Al alloys where Si is typically present as an impurity.   
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Solution treatment was done in a salt bath at 515 °C for 5 h, followed by quenching into cold 

water and then ageing in oil at 180 °C for up to 100 h. Vickers hardness testing was 

performed using a LECO Hardness Tester (LV700AT) with a load of 10 N and a dwell time 

of 15 s. Each data point reported in Fig. 1 represents an average of at least 10 measurements. 

Error bars in the age-hardening curve represent the standard deviations.  

The specimens for TEM investigation were mechanically ground, polished to a thickness of 

70 µm, dimpled to 30 µm, and then ion-beam milled (voltage: 4 kV and angle: 4°) using a 

Gatan Precision Ion Polishing System (PIPS, Gatan model 691). HAADF-STEM images and 

STEM-EELS spectrum images were acquired using either a Nion UltraSTEM100 (Figs. 11-13) 

or Nion UltraSTEM100MC (Fig. 14) aberration corrected dedicated STEM. Both 

microscopes were operated at an acceleration voltage of 100 kV and an electron probe 

convergence semi-angle of 31 mrad, resulting in an estimated minimum electron probe size of 

0.8 Å. Before these detailed HAADF-STEM and EELS measurements, the samples were pre-

checked using a FEI Tecnai F20 operated at 200 kV, to determine their suitability in terms of 

thickness and tilting angles to the <011>Al and <112>Al desired for the atomic-resolution 

investigations and to provide wider field of view, low magnification images of the entirety of 

the sample. The thickness measurements were carried out using the standard low loss EELS 

method [50].   

The Nion UltraSTEM100 is equipped with a Gatan Enfina EEL spectrometer, while the Nion 

UltraSTEM100MC is equipped with a Gatan Enfinium ERS EEL spectrometer. The 

spectrometer collection semi-angle were 36 mrad and 44mrad, respectively. HAADF detector 

semi-angles were 83 - 185 mrad (UltraSTEM100) and 85 – 185 mrad (UltraSTEM100MC). 

Both microscopes have cold field emission guns with a native energy spread of 0.35 eV. In 

order to optimise the signal-to-noise ratio in the STEM-EELS maps, all EELS spectrum 

images were de-noised (post-acquisition) using Principal Component Analysis (PCA) as 

implemented in the MSA plugin [51] for Gatan’s Digital Micrograph software. Visual 
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inspections of components (included and excluded) and residuals were carried out to ensure 

no obvious structural information was being removed from the reconstruction. The numbers 

of components included in the reconstructions are as follows: 5 (Fig. 12c-g), 10 (Fig, 12j-n), 5 

(Fig. 13c-f) and 4 (Fig. 14d-e and h-j). After subtracting the preceding decaying background 

(using a power law model) for the following edges (onsets are indicated in brackets): Ag M4, 5 

(367 eV), Cu L2, 3 (931 eV), Mg K (1305 eV), Al K (1560 eV) [52], EELS maps were created 

for each edge by integration over a ≈ 50 eV energy window from each edge onset. The 

intensities of the individual EELS maps are displayed on a grey-scale, while the intensities of 

the “combined” colour-coded EELS maps are displayed on a false colour scale: a lower 

(relative) elemental concentration results in a low intensity (black), while an increase in 

(relative) elemental concentrations results in an increased contrast (colour). 

The samples for atom probe analysis were cut and mechanically ground to square rods of 

approximately 0.5 mm × 0.5 mm × 15 mm, and then sharpened by two-stage micro-electro-

polishing. The first stage electropolishing was performed using an electrolyte containing 30 

volume percent (vol. %) perchloric acid in acetic acid at 20 V and room temperature. The 

second stage electropolishing was performed using a 5 vol. % perchloric acid in 2-

butoxyethanol solution at 15 V. The APT experiments were performed on a LEAP4000X SI 

local electrode atom probe at a specimen temperature of 20 K and under an ultra-high vacuum 

of 3 × 10-11 Torr using a pulse repetition rate of 200 kHz. The UV laser pulse energy is 40-

100 pJ and a target evaporation rate is 0.5%. The UV laser energy in this range had no 

significant influence on the measured alloy composition. A high laser energy improved yield 

in data collection; here, possible over-heating of the specimen tip was deemed insignificant as 

the spatial resolution of the laser-pulsed dataset was excellent with pole and zone lines clearly 

resolved in desorption maps, strongly indicating that the laser energy of 40-100 pJ is suitable 

for this alloy. Data reconstruction and statistical analyses were performed using Imago 

Visualization and Analysis Software (IVAS 3.6.8). 
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Solute clusters in APT reconstructions were identified using a maximum separation algorithm 

[53]. In this approach, the results of the cluster analysis are strongly dependent on the 

following two parameters: d-max, whereby any pairs of solute atoms separated by a distance 

less than the d-max value are identified as a part of the same cluster; and N-min, whereby 

atoms in the resulting clusters consisting of fewer than N-min atoms are classified as matrix 

atoms and thus discarded. In the present investigation, d-max and N-min values were 

determined for all APT datasets using the calibration procedure suggested in Ref. [54]. In 

addition to d-max and N-min, further parameters (L (envelope parameter, nm), E (erosion 

distance, nm)) for cluster analysis are listed in Table 1. It should be noted here that many 

previous studies, for instance in Ref. [55], have focused on measuring the precise ‘whole’, or 

absolute composition of each cluster. Such measurements are known to be very sensitive to all 

the cluster identification parameters d-max, N-min, L and E. Although significant efforts were 

made to optimize cluster identification parameters to get accurate results, the uncertainty in 

these earlier measurements remains undetermined. This is because the trajectory overlap in 

APT experiments between precipitate and matrix species is hard to estimate accurately, 

especially for the smallest clusters. In the present work, we use a different approach in our 

cluster analysis: we focused on clustered solute atoms in isolation without taking into 

consideration solvent atoms that are also found in the matrix, i.e. we aimed to determine a 

cluster’s relative solute concentration rather than its absolute concentration within the entire 

system. The advantage of our approach is that the cluster identification is mainly sensitive to 

d-max and N-min, and only slightly to L, but is insensitive to E (see appendix Table S1 and 

S2 for a comparison of results obtained by choosing with different values of E). This 

approach allowed us to differentiate between cluster types based on the relative solute 

composition (of each cluster) and to work out their number density and their relative sizes. 

Using this information, we can deduce how each cluster type evolved during ageing. Such an 

approach has been shown to reliably provide valuable information for understanding 
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clustering and precipitation pathways in many previous publications [10, 12, 19, 56]. The 

relative solute composition of clusters, the number of each cluster type, cluster quantity 

fraction (%) and mean size (number of solute atoms) were calculated based on the cluster 

analysis results, listed in Table 2.  

 

3. Results  

3.1 Age hardening response 

Fig. 1 shows the age hardening response of the Al–4.0Cu–0.3Mg–1.0Ag–0.1Si alloy through 

annealing at 180 °C up to 100 h. The hardness of the as-quench (AQ) sample is about 115 HV. 

The hardness decreases with increasing ageing time up to 1 h. Then the hardness increases 

gradually and reaches the peak hardness (155 HV) after 24 h. Further ageing up to 100 h leads 

to over-ageing and a progressive decrease in hardness. On the basis of this age hardening 

response, four samples aged at 0 h (AQ), 1 h, 24 h and 100 h were selected for further atomic 

scale experimental characterization of solute clustering (AQ and sample aged at 1 h) and 

subsequent precipitation (sample aged at 24 h and 100 h).  

 

3.2 Solute clustering by APT examinations 

Fig. 2 shows the 3D reconstructions of atoms maps including solute clusters in the Al–4.0Cu–

0.3Mg–1.0Ag–0.1Si alloy in AQ condition. By a visual examination of these APT 

reconstructions, the distributions of the solutes (Al, Cu and Si) appear to be more or less 

uniform in the AQ sample. However, a nearest-neighbour analysis, as shown in Fig. 3, 

indicates that Cu, Mg, Ag and Si in fact developed non-random distributions in the AQ 

sample. Clusters with Cu, Mg, Ag and Si target solute atoms were identified using the 

parameters described in section 2. As described above, these are defined as clusters that have 

grown beyond a critical size during thermal ageing, rather than small “random” aggregates of 

the target solute atoms that have failed to grow into larger sizes and are highly likely to be 
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present in the alloy with solute atoms in uncorrelated distributions. This critical size is 

determined to be N-min = 7 solute atoms, from the size of the largest clusters detected in the 

regenerated datasets with solute atoms in random distributions. Random clusters are 

subsequently ignored in the analysis, with only the larger clusters believed to further evolve or 

transform into precipitates (with sizes much larger than the non-random solute clusters). The 

clusters are then grouped into types based on their relative composition, and their numbers 

(absolute and relative to the total number of clusters) are then tabulated (see Tables S1 and 

S2). The filtered results reveal that there exist nine different cluster types (Cu, Ag, MgCu, 

MgAg, MgCuSi, MgAgSi, MgAgCu, CuAgSi and MgAgCuSi) in AQ condition. Among 

these clusters, the Cu, MgCu and MgAgCu clusters are the most numerous, while CuAg and 

MgAgCuSi clusters are second in predominance. Interestingly, all these early solute clusters 

have a similar average size (8 – 10 atoms, Table 2) in the AQ sample. The cluster analysis 

was conducted using high-quality data in a box of 40 × 40 × 100 nm3 selected from the APT 

analysis volume (without poles and zone lines) using the parameters listed in Table 1. The 

average composition, number, cluster quantity fraction (%) and mean size (solute atom 

number) of the six most numerous cluster types (Cu, MgCu, CuAg, MgCuSi, MgAgCu, 

MgAgCuSi) are given in Table 2. It should be noted here that due to the time-consuming 

nature of these experiments, the values in Table 2 are only representative of the relatively 

modest observed volume: a full statistical analysis of the alloy using many APT needles may 

provide the basis for further work.  

Fig. 4 shows 3D APT reconstructions of atom maps including solute clusters in an Al–4.0Cu–

0.3Mg–1.0Ag–0.1Si alloy sample, aged at 180 °C for 1 h. Similar to the AQ condition sample, 

the cluster analysis was also conducted using high quality data in a box of 40 × 40 × 100 nm3 

selected from the APT analysis volume (without poles and zone lines) using the parameters 

listed in Table 1. Upon visual inspection, the presence of Ag-rich clusters appears more 

obvious in the sample aged at 180 °C for 1 h than in the AQ sample. Furthermore, Fig. 4 
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shows that these Ag-rich clusters are also enriched in Mg and Cu, which can be seen more 

clearly in Figure 5. Similar to Fig. 3, Fig. 6 shows the nearest-neighbour analysis,  clearly 

indicating that Cu, Mg, Ag and Si developed non-random distributions after 1 h of ageing. Six 

types of cluster populations remain predominant after the 1 h ageing process. Compared to the 

AQ sample, the Mg concentration in the MgCu, MgAgCu and MgAgCuSi clusters is 

increased, the Ag concentration in the CuAg, MgAgCu and MgAgCuSi clusters is increased, 

and the Si and Cu concentrations in the MgCuSi clusters are also increased. After ageing at 

180 °C for 1 h, the number density of all clusters becomes higher, with the exception of the 

number density of MgCu clusters, which appears to decrease, as shown in Table 2 (number of 

clusters). The size of all clusters increases, as shown in Table 2 (number of atoms), with two 

exceptions: the sizes of the MgCu and CuAg clusters appear to be smaller, which may be due 

to the fact that the MgCu and CuAg clusters may turn into MgAgCu clusters through the 

partitioning of Mg and Ag. Interestingly, three types of Ag-containing clusters, i.e. MgAgCu, 

MgAgSi and MgCuAgSi, show a very significant increase in their average size, which is fully 

consistent with the suggestion that clusters are not an equilibrium phase, instead they are 

dynamic in nature and evolve with ageing time. The composition of each solute cluster is 

assumed to be evolving, likely with the help of vacancy-assisted diffusion. In this sense, all 

solute clusters exhibit a transient random fluctuation, which should not be seen as an artefact 

in the measurements.  

 

3.3 APT examinations of the precipitation behaviour 

Fig. 7 shows 3D reconstructions of atoms maps including precipitates in an Al–4.0Cu–

0.3Mg–1.0Ag–0.1Si alloy, aged at 180 °C for 24 h. After ageing at 180 °C for 24 h, three 

different types of precipitates (Ω (AlCuMgAg), し (Al2Cu) and Mg2Si) are now observed. Fig. 

8 shows a more detailed analysis of these precipitates. The quantitative analysis of し (Al2Cu) 

and Mg2Si is shown in Fig. 8b and 8c, respectively. The analysis of Ω (AlCuMgAg) in the 
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sample aged for 24 h is not shown here because a similar analysis was performed for the 

sample aged for 100 h, as shown in Figs. 9, 10.  

Similar to the sample aged for 24 h, as shown in Figs. 7 and 8, these three types of 

precipitates (Ω (AlCuMgAg), し (Al2Cu) and Mg2Si) were also observed after ageing at 

180 °C for 100 h, as shown in Fig. 9. Consistent with observations reported in the literature 

[27, 38, 39], a Mg-Ag-rich region was observed to be present within the Ω (AlCuMgAg) 

precipitates, which can be more clearly seen from a more detailed analysis shown in Fig. 10b, 

d. Furthermore, the Mg2Si phase appears to be systematically positioned in the vicinity of the 

Ω (AlCuMgAg) precipitates, which can be more clearly seen from Fig. 10d, e. When 

compared with Fig. 7 and Fig. 9, the size of the Ω precipitates is much smaller than that of し 

(Al 2Cu), which can be more clearly seen by comparing the Cu and Ag maps in Figs. 7, 9 

because Cu is present in Ω (AlCuMgAg) and し (Al2Cu), while Ag is only present in Ω 

(AlCuMgAg). Furthermore, the number density of the Ω precipitate appears to be much 

higher than that of し (Al2Cu). However, the analysis of number density based on the APT 

results is merely indicative as the volume measured by APT is relatively small (about 10000 

nm3), while the volume of precipitates (Ω (AlCuMgAg) and し (Al2Cu)) themselves is 

relatively large (about 500 nm3).  

 

3.4 Examination of the precipitation behaviour by HAADF-STEM and EELS 

In order to probe larger samples regions, low magnification annular dark field STEM images 

were used for an additional measurement of number density. While this enabled more than 

200 precipitates to be counted and classified across a number of distinct regions of the sample, 

the intrinsically small volumes probed by electron microscopy, along with unavoidable 

projection and depth of field effects, mean that this determination of number density remains 

approximate: a fully representative analysis would require the use of another correlative 
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technique such as small angle X-ray scattering, which is beyond the scope of this work. As 

the habit plane of Ω (AlCuMgAg) is on the {111}Al plane, and the habit plane of し (Al2Cu) is 

on the {001}Al plane [27, 38, 39], the sample was examined along the <011>Al zone axis, as 

shown in Fig. 11. The thickness of the regions used for this analysis was estimated to be about 

50 ± 5 nm using EELS, as described in section 2. The number density of Ω (AlCuMgAg) 

precipitates was measured to be 2.3 ± 0.2 × 1024 m-3, which is 5 times of that (0.45 ± 0.1 × 

1024 m-3) of し (Al2Cu) precipitates.  

At higher magnification, a careful examination of the atomic-resolution HAADF-STEM 

images in Fig. 12, acquired along <011>Al and <112>Al, reveals the presence of one Mg-Ag-

rich monolayer at the interface between the Ω precipitate and the g-Al matrix. When viewed 

along <112>Al (Fig. 12a-g), the Ω (AlCuMgAg) precipitates are fully coherent with g-Al 

matrix. The orientation relationship between the Ω precipitate and the g-Al matrix can be 

indexed as <112> Ω {001} Ω // <112>Al{001} Al. When viewed along a <011>Al zone axis (Fig. 

12h-n), the Ω (AlCuMgAg) precipitates are again fully coherent with the g-Al matrix, with 

one Mg-Ag-rich monolayer clearly resolved at each interface. It should be noted here that no 

significant thickening ledges on Ω (AlCuMgAg) precipitates were observed, as illustrated in 

Fig. 12, which shows a representative example of all the precipitates observed in this sample.  

Using the same methodology as for the sample aged at 180 °C for 24 h, low magnification 

HAADF-STEM images were also acquired along <011>Al for the sample aged at 180 °C for 

100 h. The number density of Ω (AlCuMgAg) precipitates in the sample aged at 180 °C for 

100 h was measured to be 3.8 ± 0.21 × 1023 m-3, which is close to that (3.6 ± 0.15 × 1023 m-3) 

of the し (Al2Cu) precipitates. Clearly, within the measurement error, the number density of 

both Ω (AlCuMgAg) and し (Al2Cu) precipitates decreases with increasing the ageing time 

from 24 h to 100 h. However, the ratio of し (Al2Cu) to Ω (AlCuMgAg) increases from 0.2 to 1 

upon increasing the ageing time from 24 h to 100 h. Interestingly, even after ageing at 180 °C 
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up to 100 h, the Ω (AlCuMgAg) precipitates still remain coherent with the Al matrix, as 

viewed from the atomic-resolution images obtained in <001>Al (Figs. 13) and <112>Al (Fig. 

14) projections. After this longer ageing treatment, HAADF images of some Ω (AlCuMgAg) 

precipitates exhibited features that are consistent with the presence of ‘thickening ledges’; this 

is illustrated in Fig. 13a. This stands in contrast to HAADF images of Ω (AlCuMgAg) 

precipitates in the 24 h aged sample, where no indication of thickening ledges was observed 

(within the limited field of observation intrinsic to atomic-resolution work). It should be noted 

here that only a small number of precipitates were observed to possess this thickening ledge, 

and due to the relatively small volume probed by STEM-EELS, this observation may need to 

be investigated further. Similar to the sample aged at 180 °C for 24 h, one Mg-Ag-rich 

monolayer is present on the interfaces between Ω precipitates and the surrounding Al matrix, 

as shown in Fig. 14. The observation of the Mg-Ag-rich monolayer (Fig. 14) is fully 

consistent with the APT results (Fig. 10), which suggested the co-location of Mg, Cu and Ag. 

The STEM-EELS results provide complementary information since it is hard to accurately 

determine using APT whether Mg and Ag segregate the interior of the precipitate or at the 

interface with the Al matrix, due to the relatively poor (~ 0.5 nm) lateral (x - y plane) 

resolution of APT . 

 

4. Discussion 

4.1 Correlation between solute clustering and precipitation 

Nine types of solute clusters (Cu, Ag, Mg-Cu, Mg-Ag, Mg-Cu-Si, Mg-Ag-Si, Mg-Ag-Cu, Cu-

Ag-Si and MgAgCuSi) were identified by APT in the AQ sample and after ageing at 180 °C 

for 1 h. When increasing the ageing time up to 100 h, three different types of precipitates (Ω 

(AlCuMgAg), し (Al2Cu) and Mg2Si) were observed. It is well-accepted that in the Al -Cu-Mg 

alloy system, apart from the し (Al2Cu) phase, other types of precipitates (i.e. the S-Al 2CuMg 

phase) may also be present, depending on the ratio of Cu:Mg and the ageing temperature. In 
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the present Al -Cu-Mg-Ag-Si alloy system, no S-Al 2CuMg phase was observed; instead only 

the Ω (AlCuMgAg) and し (Al2Cu) phases were observed, indicating that the presence of Ag 

may change the precipitation path by inhibiting the formation of the S-Al 2CuMg phase or 

promoting the formation of Ω (AlCuMgAg). As determined by APT (Fig. 2 and Fig. 4) and 

subsequent clustering analysis (Table 2), in the AQ sample, Cu, MgCu and MgAgCu clusters 

are the top three predominant population types. Subsequently, there may be a competition 

between Cu, MgCu and MgAgCu clusters during further ageing. For example, Cu clusters 

may act as precursors for し (Al2Cu) without further involvement of Mg and Ag. MgCu 

clusters are known to grow into the S-Al 2CuMg phase with a further partitioning of Cu and 

Mg. In the present investigation, however, the significant MgAgCu clustering observed and 

the lack of observation of any S-phase precipitate are attributed to the large amount of added 

Ag (1 wt. %). Furthermore, CuAg and MgAgCuSi clusters were also observed to be second in 

predominance with respect to the first group of clusters (Cu, MgCu and MgAgCu), which 

strongly indicates that Ag is very likely to form a co-cluster with Cu. Ag therefore appears to 

exhibit a very significant clustering behaviour. It can be proposed that, on the one hand, the 

partitioning of Ag into Cu and / or CuMg clusters inhibits the formation of MgCu clusters and 

therefore prevents the formation of the S-Al 2CuMg phase. On the other hand, the partition of 

Ag into Cu and / or CuMg clusters promotes the formation of MgAgCu clusters and CuAg 

clusters, and thereby the formation of the Ω (AlCuMgAg) phase. It should be noted here that 

the partition of Ag into Cu and / or CuMg clusters is a diffusion-controlled process. At the 

very early stages of ageing, Cu clusters may still be a dominant cluster type and therefore a 

plentiful ‘reservoir’ of Cu clusters is available for the formation of し (Al2Cu). This suggestion 

can be further supported by previous reports that Cu clusters tend to evolve from an initial 

spherical morphology to preferentially lie on {200}Al planes [4] (which is also the habit plane 

of し (Al2Cu)). Table 2 shows that the Mg concentration in MgCu, MgAgCu and MgAgCuSi 

clusters increases with increasing ageing time. More importantly, the Ag concentration in the 
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CuAg, MgAgCu and MgAgCuSi clusters also increases. Likewise, the Mg and Ag 

concentrations increase in the MgCu clusters with increasing ageing. This strongly indicates 

that, with the involvement of Ag, MgCu clusters will eventually grow into MgCuAg clusters 

and form Ω (AlCuMgAg), rather than the S-Al 2CuMg phase. This is fully consistent with the 

absence of the S-Al 2CuMg phase in the present investigation and a previous report that 

MgAgCuSi clusters tend to evolve from an initial spherical morphology to preferentially lie 

on {111}Al planes [4] (which is the habit plane of Ω (AlCuMgAg)). Regardless, the number 

and average size (solute atom number) of MgCu clusters will decrease, which is also 

consistent with our present clustering analysis, as listed in Table 2.  

Apart from the partition of Ag into Cu and / or CuMg clusters, another important factor 

affecting the precipitation path is the partition of Si into MgCuSi clusters. Although the 

relative Si concentration is lower (0.1 wt. %) than those of the main alloying elements (Cu, 

Mg, Ag), Mg2Si precipitates were often observed in the vicinity of the Ω (AlCuMgAg) 

precipitates, as shown in Figs. 8, 10. As listed in Table 2, the concentration of Si in MgCuSi 

clusters increases with increasing ageing time up to 1 h. In addition, there may also be a 

competition between the formation of MgCuSi and MgCuAg clusters depending on the 

partition potency of Ag and Si into MgCu, respectively. Alternatively, it is also possible that 

the partitioning of both Ag and Si into MgCu clusters occurs simultaneously and promotes the 

formation of Ω (AlCuMgAg) and Mg2Si precipitates. This would also be fully consistent with 

our APT results in Figs. 8, 10, which show that Mg2Si precipitates are always present in the 

vicinity of the Ω (AlCuMgAg) phase.  

Apart from the above clusters composition analysis, a very simple analysis of average cluster 

size can also confirm that MgAgCu and MgAgCuSi clusters are likely to be responsible for 

the formation of the Ω phase, and that Mg2Si is likely to form from the decomposition of 

MgAgSi and MgAgCuSi clusters by losing Ag to Ω phase growth. Indeed, as listed in Table 2, 

a significant initial growth of three types of Ag-containing clusters (i.e. MgAgCu, MgAgSi 
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and MgAgCuSi) through the consumption of the early binary clusters was observed. However, 

the solute clustering during the early stages of ageing is relatively complicated. In order to 

elucidate the exact role of different alloying elements during solute clustering, a series of 

well-designed experiments focusing on the addition of defined alloying elements is required 

and beyond the scope of the present report. For example, in order to elucidate the possible 

competition between Si and Ag in MgCu clusters, the two quaternary AlCuMgSi and 

AlCuMgAg alloy systems need to be investigated. Regardless, the present investigation 

demonstrates clearly that solute clustering can be linked to subsequent precipitation, thus 

indicating that control of the precipitation process could be achieved by tailoring the solute 

clustering process.  

 

4.2 Strengthening effect of solute clusters and precipitates 

The hardness of the Al–4.0Cu–0.3Mg–1.0Ag–0.1Si alloy in AQ condition is about 115 HV, 

which is significantly higher than the 60 HV of the Ag-free Al–1.1Cu–1.7Mg (at. %) alloy [9]. 

This strongly suggests that a significant solute clustering of Mg, Cu, Si and Ag (most likely as 

MgAgCu and MgAgCuSi clusters, as discussed above), and thereby clustering hardening, 

occurs in the alloy upon the addition of Ag. In Al–1.1Cu–1.7Mg (at. %) alloys, it was 

proposed that pre-precipitate atomic co-clusters of Cu and Mg are responsible for the rapid 

hardening reaction. By contrast here, in the Al–4.0Cu–0.3Mg–1.0Ag–0.1Si alloy, nine types 

of solute clusters were observed during the early stages of ageing. A more significant cluster 

hardening can thus be expected.  

Adding Ag into an Al -Cu-Mg alloy with a high Cu / Mg ratio (as in the present investigation) 

can result in the precipitation of the Ω (AlCuMgAg) phase [26-48]. The Ω (AlCuMgAg) 

phase, which possesses a long plate-shaped morphology and a relatively higher ratio of length 

to thickness compared to し (Al2Cu), has an orthorhombic crystal structure with a = 0.496 nm, 

b = 0.859 nm, c = 0.848 nm [41, 43] and precipitates on {111}Al, unlike し (Al2Cu), which has 
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a {100}Al habit plane [5-8]. The し (Al2Cu) phase nucleates heterogeneously on dislocations. It 

is generally accepted that the precipitation of Ω (AlCuMgAg) can increase the tensile strength 

and hardness of Al-Cu-Mg-Ag alloys (Fig. 1) [37, 40]. More importantly, these Al -Cu-Mg-Ag 

alloys also exhibit a better creep resistance at high temperatures because the thermal stability 

of the Ω (AlCuMgAg) precipitate is superior to that of the し (Al2Cu) precipitate in Al matrices 

[26-48]. Here, the observation that the Ω (AlCuMgAg) phase still remains coherent even after 

ageing at 180 °C up to 100 h (Figs. 13, 14), in contrast to the し (Al2Cu) phase, is essential. 

The strengthening effect of the Ω (AlCuMgAg) phase is thus higher and can remain so for a 

longer while during ageing. At least one question arises as a result of these considerations: 

how can we promote the formation of the Ω (AlCuMgAg) precipitates while simultaneously 

supressing the formation of the し (Al2Cu) precipitates? The precipitation of Ω (AlCuMgAg) 

occurs prior to the precipitation of し (Al2Cu) but after the growth of MgAgCu and / or 

MgAgCuSi clusters [26]. Two possible approaches can be suggested to promote the 

precipitation of Ω (AlCuMgAg) and simultaneously supress the precipitation of し (Al2Cu). 

The first route would be to tailor the clustering of MgAgCu and / or MgAgCuSi. Possible 

methods may include: (i) micro-alloying (i.e. adjusting the ratio of Cu / Mg and / or the Ag 

concentration), (ii) the use of a pre-ageing treatment [29, 48], and (iii) allowing deformation 

(i.e. rolling) to enhance the formation of more dislocations and vacancies [57], which may 

result in an increase of the number density and size of MgAgCu and / or MgAgCuSi clusters. 

The second possible approach consists in suppressing the transformation of Ω (AlCuMgAg) 

into し (Al2Cu), which can be achieved by tailoring the interface structure of Ω (AlCuMgAg) 

by adjusting ageing parameters (temperature and time). For example, in the present 

investigation, the ageing was done at 180 °C. As reported in Ref. [27], the thickening of Ω 

plates is restricted by a limited supply of ledges. After ageing at 180 °C up to 24 h, the density 

of thickening ledges on Ω plates was very low, usually zero [27]: no thickening ledge was 

observed here up to 24 h ageing, as illustrated in Fig. 12. By contrast, a small number of Ω 
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plates with apparent thickening ledges were observed after ageing at 180 °C up to 100 h, as 

illustrated in Fig. 13a. In fact, the high coarsening resistance of Ω (AlCuMgAg) at 

temperatures up to 180 °C can be directly attributed to a prohibitively high barrier to ledge 

nucleation in the strong vacancy field normal to the broad face of the Ω (AlCuMgAg), as 

reported in [27]. 

 

5. Conclusion 

Solute clustering and precipitation have been found to produce a significant strengthening 

effect in an Al-Cu-Mg-Ag-Si alloy during ageing at 180 C. APT as well as HAADF-STEM 

and EELS investigations provide new insights into the clustering and precipitation behaviour 

of solute species in the alloy.  

(1) APT results show that nine types of solute clusters (i.e. Cu, Ag, Mg-Cu, Mg-Ag, Mg-Cu-

Si, Mg-Ag-Si, Mg-Ag-Cu, Cu-Ag-Si and MgAgCuSi) form in the Al -Cu-Mg-Ag-Si alloy, 

both in the AQ alloy and in the alloy aged at 180 °C up to 1 h.  

(2) MgAgCu and MgAgCuSi clusters are likely to be responsible for the formation of the Ω 

phase. The し phase forms from Cu clusters and Mg2Si forms from the decomposition of 

MgAgSi and MgAgCuSi clusters by losing Ag to Ω phase growth. Many early binary 

clusters do not show any significant growth; these are more likely to be transformed into 

complex clusters and be consumed by the growth of large clusters / precipitates. 

(3) An Mg-Ag-rich monolayer forms on the interface between the Ω precipitate and the g-Al 

matrix. The monolayer significantly improves the coarsening resistance of the Ω 

(AlCuMgAg) precipitates. Consequently, the Ω (AlCuMgAg) precipitates still remain 

coherent with the Al matrix and thereby keep their strengthening effect for the alloy even 

if  aged at 180 °C for 100 h.  

(4) Tailoring of the solute clustering can be used to control the precipitation process in the Al 

alloy.  
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Fig. 1 Age hardening response of the Al–4.0Cu–0.3Mg–1.0Ag–0.1Si model alloy at 180 °C 

up to 100 h. 
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Fig. 2 3D reconstruction of atom maps with solute clusters in Al–4.0Cu–0.3Mg–1.0Ag–0.1Si 

alloy under AQ condition. These atom maps are shown with the raw data. 

  



  

Fig. 3 The solute clustering analysis in Al–4.0Cu–0.3Mg–1.0Ag–0.1Si alloy under AQ 

condition. (a) Cu, (b) Mg, (c) Ag, (d) Si.  

  



 

Fig. 4 3D reconstructions of atoms maps with solute clusters in Al–4.0Cu–0.3Mg–1.0Ag–

0.1Si alloy aged at 180 °C for 1 h. These atom maps are shown with the raw data. 

  



 

Fig. 5 Enlarged 3D reconstructions of atoms maps with solute clusters in Al–4.0Cu–0.3Mg–

1.0Ag–0.1Si alloy. (a) under AQ condition, (b) aged at 180 °C for 1 h. Clearly, a significant 

solute clustering evolution was observed. These atom maps are shown with the raw data. 

 

  



 

Fig. 6 The solute clustering analysis in Al–4.0Cu–0.3Mg–1.0Ag–0.1Si alloy aged at 180 °C 

for 1 h. (a) Cu, (b) Mg, (c) Ag, (d) Si.  

 

  



 

Fig. 7 3D reconstructions of atom maps with precipitates in Al–4.0Cu–0.3Mg–1.0Ag–0.1Si 

alloy aged at 180 °C for 24 h. 

  



  

 
 
Fig. 8 (a) 3 types of precipitates (Ω (AlCuMgAg), し (AlCu) and Mg2Si) highlighted by 

isosurfaces at 1.0 at% Ag (grey), 10.0 at% Cu (orange) and 2.0 at% Mg (purple), respectively, 

in Al–4.0Cu–0.3Mg–1.0Ag–0.1Si alloy aged at 180 °C for 24 h. (b) 1D concentration profile 

measured by a cylinder of 2 nm in diameter across a し (AlCu) precipitate marked with an 

arrow in (a). (c) 1D concentration profile measured by a cylinder of 2 nm in diameter across a 

Mg2Si precipitate marked with an arrow in (a). 

  



 

Fig. 9 3D reconstructions of atom maps with precipitates in Al–4.0Cu–0.3Mg–1.0Ag–0.1Si 

alloy aged at 180 °C for 100 h. 

 

  



 

 

Fig. 10 (a) a 3D reconstruction of an APT dataset of Al–4.0Cu–0.3Mg–1.0Ag–0.1Si alloy 

aged at 180 °C for 100 h, with precipitates defined by isosurfaces at a threshold of 1.8 at% Ag, 

10.0 at% Cu, 0.64 at% Mg, 2.2 at% Si. (b, c) an zoomed precipitate viewed in two different 

directions, as marked with one black box in (a). (d, e) another composite precipitates viewed 

in two different directions, as marked with a black box in (a). (f) a 1D concentration profile 

measured by a cylinder of 2 nm in diameter, as marked with a black long box in (d). (g) a 1D 

concentration profile measured by a cylinder of 2 nm in diameter, as marked with a black 

short box in (d). 

  



 

Fig. 11 Low magnification HAADF-STEM micrographs for measuring number density of the 

precipitates in Al–4.0Cu–0.3Mg–1.0Ag–0.1Si alloy aged at 180 °C for 24 h. The electron 

beam is parallel to <011>Al (a) and <112>Al (b), respectively. The habit plan of Ω 

(AlCuMgAg) is on {111}Al plane, as marked with red lines in (a), while the habit plan of し 

(Al 2Cu)is on {001}Al plane, as marked with green lines in (a). When the sample is tilted to 

<011>Al zone axis, it is possible to determine these two different precipitates (Ω (AlCuMgAg) 

and し (Al2Cu)). However, it is not possible when the sample is tilted to <112>Al zone axis. 

  



 

Fig. 12 (a, h) HAADF-STEM micrograph, (b, i) higher magnification HAADF-STEM 

micrograph of the same area as marked with a white box in (a, h), EELS elemental maps of Al 

(c, j), Cu (d, k), Mg (e, l), Ag (f, m) and mixed map of Cu, Mg and Ag (g, n), of  the fully 

ordered Ω (AlCuMgAg) precipitate in Al–4.0Cu–0.3Mg–1.0Ag–0.1Si alloy aged at 180 °C 

for 24 h. The electron beam is parallel to <112>Al (a-g) and <011>Al (h-n), respectively.  

 

  



 

Fig. 13 (a) HAADF-STEM micrograph, (b) higher magnification HAADF-STEM micrograph 

of the same area as marked with a white box in (a), EELS elemental maps of Mg (c), Cu (d), 

and Al (e), of the Ω (AlCuMgAg) precipitate in Al–4.0Cu–0.3Mg–1.0Ag–0.1Si alloy aged at 

180 °C for 100 h. The electron beam is parallel to <001>Al.  

  



 

Fig. 14 (a, f) HAADF-STEM micrograph, (b, g) higher magnification HAADF-STEM 

micrograph of the same area as marked with a white box in (a, f), EELS elemental maps of Cu 

(c), Ag (d), Al  (h), Mg (i) and mixed maps of Cu and Ag (e), Mg and Al (j), of  the Ω 

(AlCuMgAg) precipitate in Al–4.0Cu–0.3Mg–1.0Ag–0.1Si alloy aged at 180 °C for 100 h. 

The electron beam is parallel to <112>Al. 



Table 1: The parameters of cluster analysis 

 

Target elements Parameters for cluster identification 

dmax (nm)  Nmin  L (nm)  E (nm) 

Ag/Mg/Cu/Si       0.5                                       7                     0.5                       0 

 

  

Table(s)



Table 2: Analysis of solute clusters in AQ condition and aged at 180 °C for 1 h (at. %) 

Clusters Conditions 
Number of 

clusters 

Quantity  
fraction 

(%) 

Mean size 
(Number of 

solute atoms) 

Error 

(±atoms) 
Relative composition (at. %) 

 Mg Si Cu Ag 

Cu 
AQ 93 17.88 8 3 0.00 0.00 100.00 0.00 

1 h 120 18.60 9 2 0.00 0.00 100.00 0.00 

MgCu 
AQ 124 23.85 9 3 21.15 0.00 78.85 0.00 

1 h 111 17.21 8 2 25.72 0.00 74.28 0.00 

CuAg 
AQ 50 9.62 9 3 0.00 0.00 74.12 25.88 

1 h 67 10.39 8 2 0.00 0.00 72.19 27.81 

MgCuSi 
AQ 18 3.46 8 1 25.71 13.57 60.71 0.00 

1 h 19 2.95 8 3 21.25 15.00 63.75 0.00 

MgAgC
u 

AQ 181 34.81 9 3 23.09 0.00 52.86 24.05 

1 h 228 35.35 22 5 24.83 0.00 28.82 46.35 

MgAgC
uSi 

AQ 26 5.00 10 5 22.71 11.95 42.23 23.11 

1 h 64 9.92 52 6 24.63 2.70 23.22 49.46 

 

 
  
  


