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Perceptually Validated Cross-Renderer
Analytical BRDF Parameter Remapping

Dar'ya Guarnera, Giuseppe Claudio Guarnera, Member, IEEE, Matteo Toscani, Mashhuda Glencross,
Baihua Li, Jon Yngve Hardeberg, and Karl R. Gegenfurtner,

Abstract —Material appearance of rendered objects depends on the underlying BRDF implementation used by rendering software
packages. A lack of standards to exchange material parameters and data (between tools) means that artists in digital 3D prototyping
and design, manually match the appearance of materials to a reference image. Since their effect on rendered output is often
non-uniform and counter intuitive, selecting appropriate parameterisations for BRDF models is far from straightforward. We present a
novel BRDF remapping technique, that automatically computes a mapping (BRDF Difference Probe) to match the appearance of a
source material model to a target one. Through quantitative analysis, four user studies and psychometric scaling experiments, we
validate our remapping framework and demonstrate that it yields a visually faithful remapping among analytical BRDFs. Most notably,
our results show that even when the characteristics of the models are substantially different, such as in the case of a
phenomenological model and a physically-based one, our remapped renderings are indistinguishable from the original source model.

Index Terms —BRDF model, Perceptual validation, Virtual Materials, Surface perception.
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1 INTRODUCTION

In most 3D applications, the appearance of a homogeneoas,possible to the source reference material. Since their effect on
opaque surface is represented by the Bidirectional Re ectan@nhdered images is subject to non-uniformities [5] and might also
Distribution Function (BRDF) [1]. A number of BRDF modelsdepend on scene geometry [6], selecting appropriate parameters
and resources are available, however they differ in the classfof a BRDF model is far from straightforward. Further, due to
materials they can represent. There is no ef cient general BRDRe physical interpretation of the parameters and their scale, the
model that can be used for all classes of materials [2]. effect of parameters with the same name in two different BRDFs

Within automotive and similar industries, design and developan visually differ substantially. Thus, when an artist matches
ment teams routinely use virtual 3D models which evolve throughaterial appearance using only a visual reference encoding BRDF
collaboration among several departments (for instance desigarameters, guessing how to replicate this is time consuming and
marketing and development). In this work ow, it is common to userror prone.
many different commercial and in-house 3D tools. Traditionally, In this paper, we propose a novel, automatic, image-based
littte has been done to facilitate consistent exchange of matersalution to nd the best set of parameters for the target material
models that preserve appearance across different renderers. Musdel. As input, our method uses a source BRDF model and
is particularly complex, since the same material model can befew High Dynamic Range (HDR) images of a rendered sphere
implemented differently between applications. Indeed, even with{gource BRDF probe). We de ne the telRDF Difference Probe
the same rendering tool different shader implementations mighttseencode the mapping between source and target BRDF models.
used between versions. Consequently, there is no way to guaratteig an integer Genetic Algorithm (GA) based optimisation, we
visual consistency between different applications used in a typicatl a set of parameters in the target BRDF model, such that
work- ow pipeline [3], [4]. an object rendered using these parameters visually matches the

Given a material represented using a specsoyrcd model, appearance of the source. A visually indistinguishable match is
that is unavailable or implemented differently, a digital artist cadnly possible if the source and target BRDF models are suf ciently
only manually match appearance using a model available in tb@mpatible and cannot be guaranteed in the general case. Our
rendering tool in usetdrged. This involves visually matching and GA is driven by a computational metric of similarity, de ned
assigning a new set of parameters, to deliver a result that is as clos#nage-space, which compares renderings of a reference scene
under specially designed incident lighting.
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when the parameters are spatially varying (SVBRDF). the target ones means nding a function (BRDF Difference Probe)
fr:Ps! P such thatBf ps;; psy;:ii;Psmd 2 Ps:

2 RELATED WORK frR(fps;;iiips, @)= PP, @

Several techniques aim to facilitate material appearance design, = argminf M (Is(ps,;:::Ps,) s 17 (P15 20 P)) 9

for instance providing an intuitive painting interface like BRDFyhere Is and It are renderings of the same reference scene
shop [8], or through retargeting techniques that warp the rgpizined respectively witBandT.
ectance propert_ies of a source mater_ial according_ to tk_\e e Input to our system is simply a set of HDR renderings of a ref-
ectance properties of a template material [9]. There is a Signi grence scene using the source BRDF model, potentially rendered
cant body of prior work on material editing, we refer the readert@sing other rendering applications or other BRDF models sup-
a recent survey [6]. _ _ o _ ported by the same renderer, together with the list of parameters
The purpose of BRDF remapping techniques is different, singge for the source model. Our GA begins with a random guess for
they focus on parameter speci cation for analytical BRDF modelgye parameters of the target model and accesses the target renderer
Ngan et al. [5] de ned an image-basedl” metric to measure 1, produce a set of images using these parameters. Driven by a
the distance between BRDFs. This is used to navigate variatiofifsss function, which measures the visual difference between the
within a model and on the manifold spanned by analytical BRDFﬁ,,'put and the output renderings, the optimisation requests a new
re ectance neighbours in other models are found by using precog@st of parameters to test, and a new set of renderings is produced.
puted conversions and multi-linear interpolation. The use bf a 1pjg process is repeated until termination criteria, related to the
norm metric is common in Computer Graphics for tting measuregyerage relative change in the best tness function value over

data to a BRDF model [10], [11] and for parameter remapping [4}. given number of generations, are met and yields our BRDF
Another commonly used metric, proposed by Lafortenel.[12],  pifference Probe.

tends to over-t near the mirror direction and is unsuitable for
applications in which human perception is important [5]. o

Sztrajmaret al. [4] address the problem of remapping isotropié-1 Reference Scene Geometry, Lighting and Renders
BRDF parameters. Their framework performs a non-linear optimihe reference scene used by the tness function to perform com-
sation using the trusted region re ective method. Starting from grarisons between the source and target models contains a sphere,
initial guess of the parameters for the target model, they nd a sefaced on a diffuse checker-board; the incident illumination is, in
of parameters that minimises thé metric [10] in image space, turn, a point light source and an environment map.
by comparing renderings of a scene with point light illumination. There are a number of factors we consider with the choice of
We highlight the differences between Sztrajmetnal. and our illuminant [16]. A point light source, with intensity that decreases
work in Section 3.6, after proving a thorough description of eadhith the square of the distance and provides a smooth falloff in all
component of our framework. directions, allows us to assess how the BRDF spreads incoming

While BRDF tting has some analogies with BRDF remapiight over the surface, and it is related to parameters such as
ping [4], they are very different techniques. Both aim to ndhe roughness, specularity and anisotropy. On the other hand,
a set of parameters for a BRDF model; however tting beginan environment map enables us to describe the appearance of
with measured data, whereas remapping takes as input rendexesphere receiving light from all directions, as found in natural
images. Instead of densely sampling material re ectance datag@vironments. An environment map including step edges allows
remapping technique samples both the source and target BRDESto easily relate the edge spread visible on the surface to the
parameters space. In this case virtually each point represent®@ghness of the surface itself. Hence, we design and use the
different material, leading to a mapping between the two spaceenvironment map shown in Figure 3, which displays sharp edges
between the white, red, green, blue and black colour bands, as
3 PROPOSED REMAPPING ERAMEWORK well as ne-scale colour variations in the lower half, together with

rich spectral content. The colours on the environment map allow

Our framework is aimed at parametric BRDF models of thg clear analysis of the surface response to different spectral bands.
following form, the most common case among phenomenological Almost every implementation of BRDF models in the required
and physically based models [2], [13] and widely adopted iidgrm (Eq. 1) allows independent speci cation of parameters re-
current rendering systems: lated to the terms 4 andrs, thus allowing these to be rendered
independently, as in [4]. Theoretically, rendering the specular and
diffuse terms independently and adding them up afterwards leads
where r is the overall re ectancery andrs are the diffuse to the same result as rendering them simultaneously. However,
and specular re ectance; andv, are respectively the incoming due to renderer speci ¢ implementation choices, related to energy
and outgoing directions. This excludes models such as Oramwnservation for instance, this is not always the case, as shown in
Nayar [14] for diffuse, retro-re ective materials, non-parametri¢igure 4.
[15] and data driven models [2], [13]. These are outside the scope To account for the aforementioned issue, we opt for rendering
of our current remapping method. a diffuse only image (setting all the parameters related to the

We employ a GA optimisation, with access to a renderapecular term to zero) and a “complete” rendering, in which both
implementing the target BRDF model, see Figure 2. Formallihe specular and the diffuse terms have non-zero values, which
given a distance metrig( ; ) 2 R in image space, a source modetonstitute the input to our system. This allows us to obtain the

r(Vi;ve) = rg+ rs(vi;vr) (1)

model T controlled byn parameterd prq;pro;iii; P92 Pr, one (please see supplementary material for an example), further
m;n2 N, m6 nin general, remapping the source parameters inteducing the dependency of our output on implementation choices.
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(b) (©

Figure 1: (a) Rendering of a colour checker, using the energy conserving Ward variant. The specular re ectanceD§ar@8a3) decreases from the top to the
bottom row in equal steps, the isotropic roughness (rar@k 00:51) decreases in equal steps from the left to the right column. (b), the corresponding remapped
rendering using GGX as a target model. (c) teerror plot, normalised for a better visualisation. Incident lighting from the “Uf zi Gallery” light probe [7].

Overall, for each set of source parameters, the following imag
are provided as input:
A diffuse only image, rendered under point light inciden
illumination.
A diffuse only image, rendered under environment lighting.
A rendering including the diffuse and specular terms, re
dered under point light illumination.

A rendering including the diffuse and specular terms, ren-
dered environment lighting Figure 4: In (a) rendering of a scene using both diffuse and specular terms
. ) ) at the same time, under environment map illumination. (b) shows the sum
The same images are rendered using the target model, upbthe specular and diffuse terms rendered independently. In (c) the absolute
request by our GA optimisation. These together with the sourdifference between (a) and (b).

ones, provide input for the tness function.

Table 1: Symbols used in Equation 3.

3.2 Fitness Function [ Symbol | Description

The tness function establishes the visual difference between input(r a)s, | diffuse source image, point light.

and output images, for a given set of parameters. De ned [in!("a)w | diffuse targetimage, point light.

image space, it computesl£-based metric between each paif !(ra)sy | diffuse source image, environment map.
of corresponding image® @. between the source diffuse image !(ra)wy | diffuse targetimage, environment map.
under point light illumination and the target diffuse image under I(rs)s,, | specular source image, point light.
point light illumination), thus implementing the metihtin Eq. 2. I(rs)o, | specular targetimage, point light.
1(rs)sem specular source image, environment map.

1(r 8)Tem specular target image, environment map.

| | | T\ k ky L, norm.
| L | : Remapped : Wp, Ws scaling factors for all thé(r 4) andl(rs) terms respectively.
| sRceefre]reence gg‘g;e | ; Target ; a scaling factor for the diffuse image pair, point light.
I |- Geometry parameters| | | parameters ‘ b scaling factor for the diffuse image pair, environment map.
| |-Lighting | S — “_‘.‘_‘ ‘_‘;‘;—_‘l g scaling factor for the specular image pair, point light.
| Optlmlsatlon d scaling factor for the specular image pair, environment map.

Fitness Genetic
) _'ilfr]‘ft'on Algorithm
+
o= o | Remapping For dielectric materials, the specular term tends to be, on aver-
Source BRDF rendering Strategy

age over the whole sphere, roughly one order of magnitude smaller
than the diffuse term. Therefore, we introduce two weighting terms

F=
|
—
|
|
|
|
|
|
L

—————— - wp and ws, wherews > wp. To allow for more exibility in
L+ Target BRDF rendering Target BtRDFt st the de nition of the tness function, a different weight can be
parameters (to test) assigned to each pair of corresponding terms, by introducing the

Figure 2: Architecture of our automatic BRDF parameter remapping solutiogdditional scaling constants; b;g;d (S_ee Table 1). The valug,
of the tness function is computed using the Equation:

fu=wp akli(ra)s, 1(ra)mky+ bKI(ra)sy  1(ra)teuks +
+Ws gKI(rs)ss,  1(re)mm Ko+ dkI(re)sy,  1(rs)temks

3
Table 1 contains a glossary of symbols used; Figure 5 illustrates
how the computations are performed by the tness function.
Whenwp = ws=1,a =b =g9g=d=1 and the diffuse
and specular terms are converted into the CIELAB colour space
Figure 3: Our environment map and a rendering of a grey plastic spherepyefore computing the norm, Eq. 3 is equivalent to Efigg colour
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difference formula [17].

Since Eqg. 2 can be seen as a maximisation of the imac
delity between source and target rendering$,(and hence the
tness function which implements it) acts as a full-reference imagt
delity measure [18]. We exploit this concept, and the exibility
allowed by the scaling factors in Eq. 3, tuning them in ordel
to maximise the correlation between Eq. 3 and the Gradier 0 50
Similarity (GM) metric [19]. See Section 4 for further details. e ofncldence
Other than colour differences, this effectively captures local image @ (b)
structures, to which the human visual system is highly sensitiveigure 6: In (a), rendering of a green plastic sphere under uniform incident

Many empirical BRDF models, such as Phong [20], Ward [Zﬁohen_cal lighting, accounting for the Fresnel term (GGX model, on the left)

nd without accounting for it (Ward model, on the right). In (b), the normalised
and Lafortuneet al. [12], do not account for the Fresnel effectspecular re ectance pro les of the two models behaves in the opposite way.
which has a signi cant impact on the appearance of a dielectric,
especially at grazing angles (see Figure 6). This implies that a
remapping from a model without the Fresnel term to a model
accounting for it (and vice-versa), will lead to high errors toward@Pplying small mutations to the “DNA’ of a single parent. Finally,
object silhouettes, which might dominate the value of the tnedbe best performing individuals “survive” to the next generation.

function and lead to inaccurate results. To obtain a good t this Gas offer a suitable strategy to optimise both constrained
must be taken into account, through an extra weighting functigihg unconstrained non-linear systems with a large number of
which gives more importance to the central area of the sphegiaples, in particular when it is challenging to accurately model

in the reference scene, rather than the edges. We implemenha interaction between them and incorporate such information
weighting function as a mask (“Optional mask” in Figure Skinto an analytical cost function [22]. Hence, GAs can be used when
derived with the equatiom, = 1 (kp Ck,=r)2, wherep are no information is available about the gradient of the function,

the coordinates of a pixel on the sphere in the image latfi@g@e which does not need to be continuous nor differentiable. They

normalized specular reflectance
o

0 10 20 30 40 50 60 70 80 90

the coordinates of the centre of the sphere migdits radius. also provide good results even when the function has several local
minima. The evaluation of a BRDF model potentially involves a
Diffuse Target Model ) Specular Target Model high number of variables and the exact implementation is rarely
TS Optional masks e . T .
(point light) (point light) available. Therefore, it is impossible to accurately model the
- interaction among all variables.
Diffuse Source Model Specular Source Model
As with most optimisation techniques, a standard GA expects
i [ ’i ’’’’ -0 as input a continuous variable. However, in image-based remap-

ping techniques, there is a high computational overhead for each

Weighted L,norm . . .
point to sample in a continuous space, due to the need to render

(specular, point light)

Weighted L,norm
(diffuse, point light)

T
|
|
|
|
|
:
v

one or more images to compute the objective function [4].

W, W Given the above, to reduce computational overhead it is desir-
able to set a step for each dimension involved in the optimisation,
thus xing the resolution of a regular lattice in the target BRDF

Weighted Lnorm Weighted Lnorm parameter space. In our framework we employ integer GA opti-

(specular, environment map)

|

|

|

|

|

|

|

S |

|

|

|

|

(diffuse, environment map)| | |
|

misation, where the rules to create the initial population, parents

A N . W A . . .
B e bt - * cross-over and mutation, force the variables to be integers [23].
Diffuse Source Model Specular Source Model Given a parameterwhich assumes value [y Y], a sampling
(environment map) (environment map) . . +
resolutionz, a mappingx2 fy;y + z:::;Yg! N can be
Diffuse Target Model Fitness Value Specular Target Model derived throughi = b(x y)=zc+ 1,i2f1;::;;(Y y)=zcg.
(environment map) (environment map) Please note that other mappings from the discretised parameter

domain toN*, allow a non linear sampling. The tness function
is augmented by a parameter-free penalty term, related to the
feasibility of the solutioni(e. whether each integer variablg to
. . o optimise is intherange, 2f 1;:::;b(Yk yk)=z«cg). If a mem-
3.3 Integer Genetic Algorithm Optimisation ber is feasible, the penalty function is the tness function itself;
Genetic algorithms are a class of stochastic search strategies naitlerwise, the penalty function is the maximum tness function
elled after evolutionary mechanisms. GAs have been successfalipong feasible members of the population, plus a sum of the
used in Computer Graphics, for instance in the context of learningnstraint violations of the point. To select individuals for the next
new analytic BRDF models [11]. generation, pair-wise comparison in tournament selection is used.
Given a tness function to be optimised, a genetic algorithrin the tournament selection, two individuals are randomly picked
randomly selects some points in the de nition domain, whicfrom the population and compared. Any feasible individual is
constitute the initial population. At each step of the optimisatiopreferred to any infeasible one; between two feasible individuals,
the genetic algorithm accounts for the tness function and seledt®e one with a lower value of the tness functions is preferred.
some individuals from the current population to be parents. Frdamnally, between two infeasible solutions, the one with a smaller
these points the next generation of children is produced, either dmynstraint violation is preferred. Overall, the tournament selection
crossing over the vector entries of two parents (their “DNA”) or bdirects the optimisation towards the feasible region [24].

Figure 5: Computations performed by the tness function.
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3.4 Remapping Strategies reduce the computational complexity, as highlighted in Section 4,
Finding the BRDF Difference Probe mapping the setnofource such as the use of a Principal Component Analysis (PCA) based

parameters to the set of target parameters is achieved in twosynthesis, to increase the sampling resolution without the need for

different ways, unconstrained and constrained remapping. actually rendering the images. _ _
(i) Unconstrained remappinggiven am tuple of source pa- While we demonstrate our framew_orl_< on_both anisotropic
rameters, allow the GA to explore amy tuple of target BRDFs and SVBRDFs, Sztrajmaal.[4] limit theirs to homoge-
X eous, isotropic BRDFs. Furthermore, unlike Sztrajretal., our

arameters searching for the best mapping according to ﬁwe : L
F:ness function 9 pping 9 ramework relaxes the need for users to provide an initial guess of

. . N the target parameters, which for BRDF models with a high number
(i) Constrained remappinggiven a set oin tuplesof source . . . .
Pf parameters proves to be dif cult, given also the non-uniformity

parameters, constrain the GA to explore variations in on . . .
one source parameter at a time. The sequence of sou(?if:thelreffects [5]. We provide the user with a tool that can be used

paameters mist be provide n a monotoicaly ncrea£ o5 Blckbox rconstaned emappngy oorpores
ing fashion. The starting point of the search in the targgt 9 P

parameter space makes use of previously remapped pargrw_ong source and target parametemngtrained remappirg

eters. It follows that the mapping between corresponding
parameters is monotonically non-decreasing: if for a giveh EXPERIMENTAL SETUP
source parametepg;, related to a target parametgr;, a

mappingf ps = kg!  pr; = u s found, then for a value Our framework is implemented using Matlab. Although any ren-

_ ] ) . derer with a scripting interface can be used for the experiments
of ps; = k+ d; (i> 0, a suitable mapping can only be greaterreported in this paper, we use the Mitsuba renderer [25]. All
or equal topr; = u. experiments are performed on a mobile PC with an Iht€ore™

Strategy(i) can be immediately applied and does not require afy_g700HQ CPU and 32GB memory. The images used to remap

particular care. Howevefji) involves some additional consider-ihe source into the target models (BRDF Difference Probe) are

ations and prior knowledge of the semantic relationship amopghdered at 300300 pixel resolution.

parameters, but with the benet of a progressive reduction of The scaling factors in Eq. 3 are computed by maximising

the search space and computational time and the inverse mappiid correlation between Eqg. 3 itself and the GM metric [19] on

from target to source models. a set of renderings used as a benchmark. We prefer to use our
tness function rather than GM since the latter is de ned on low
3.5 BRDF Difference Probe dynamic range (LDR) images, and its computation is more than

Once the GA discovers a set of parameters for the target BRIS)’F,times slower than the tness fu_nction (GM takes ab_odZSO
s‘ﬁcéonds for a pair of 512512 LDR images, compared with@¥

for a given set of source renderings and parameters, these q ired b ¢ ion f HDR i
stored in a look-up table indexed by the parameters of the soup&EOnNas required by our tness function for two Images at
he same resolution). Hence, we ¥¢t= 0:25W;= 1 Wy;a =

BRDF. The algorithm then starts the optimisation with a ne\yv_ o i e ,
set of source renderings and parameters. When all the sougc_eo'ozab =1 a;d=1 g, whichgivesan average non-linear

parameters/renderings provided as input have been remappeﬁotrcgelation (measured as the distance correlation [26]):683)
the target BRDF, the tting module takes care of nding a smooth"’,mOI up to @43 over the ben_chmark_. . )
In the following we describe optimisations designed to further

analytical relationship between the input and output parameters, )
through local regression smoothing. When such a relationsfiffiuce the computational cost of our framework.

cannot be found, the output is the aforementioned look-up table, BOth Strategies.Since the GA involves some random steps,
for a given source input the tness function could potentially be

) ) ) computed several times for the same set of target parameters.

3.6 Differences with Previous Work To avoid redundant computations we implement a lookup table,
In this Section we provide a summary of the main differencésdexed by the values of the source and target parameters. Every
between our work and the closest related one, by Sztrajgpantime a new set of source input parameters and renderings are
al. [4]. The rst important difference is the objective functionprovided to the remapping pipeline, if a new value of the tness
used. While in [4] a standarc? metric in image space is used, infunction is computed it is stored for fast access. We implement
our work we modify the standard de nition to allow our tnessa database to keep track of all the renderings produced and the
function to account (at the same time) for colour differencgsarameters used for each of them. When requested by the GA if
(DE7s [17]) and gradient differences (GSM [19]). Consequentlyhe image already exists in the database, it is simply retrieved and
we exploit two features to which the HVS is extremely sensitivgrovided to the tness function.
thus providing a perceptually accurate remapping, as demonstratedConstrained Strategy. For both the lighting conditions se-
in the remainder of the paper. Finally, our tness function, byected for the reference scene, we pre-render a set of target images
means of the optional masks, allows us to more robustly deal wih a half sampling rate in each target parameter direction with
a remapping from a model with a Fresnel term to a model withotgspect to the rate used in the experiments. PCA is subsequently
it, and vice-versa. applied on the set of pre-rendered images. Since the scene ge-

The second important difference is the type of optimisatiommetry is xed and the only variations are due to non-linear
used. By means of integer GA optimisation, we are able to forparameters, the rst 10 principal components suf ce to faithfully
the search space in the target BRDF model to be a regular fdeonstruct the input renderings. For each rendering, the loadings
dimensional lattice, sampled at a arbitrary resolution, thus enaderived by the PCA are tted to its parameters, and used to
mously reducing the number of rendered images during the omimnthesise the missing renderings to achieve the full sampling rate
misation. Further, we apply several computational optimisationsrequested. This allows us to dramatically reduce the rendering
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time, without affecting the remapping results. PCA is commonl
used in this context [5].

5 REMAPPING OF ISOTROPIC BRDF MODELS

In this Section, we present a set of experiments involving isotro
BRDF models. We demonstrate the usefulness of our framew
onbotha D! 1D remapping case, and on a more genekal 2
3D case, where the dimensionality of the remapping is given W#73
the number of parameters involved in the source and target mod
specular lobes; please note that the remapping also involves
diffuse component. We use this simpler cases to demonstrate
main concepts, before addressing higher dimensional cases
anisotropic models.

5.1 lIsotropic BRDF Models - 1D Remapping Figure 7: Remapping of isotropic BRDF models, 1D case. We show the source
renderings (Ashikhmin-Shirley, rst column), the corresponding remapped

To test our framework on the simplest case we focus on metatsget images for the Cook-Torrance (second column) and GGX models (third
and select as a source BRDF the phenomenological Ashikhmgglumn). In the insets we report thé error maps in RGB space between the
Shirley model [27], whereas the target BRDF is the physicalljouce and target renderings.

based Cook-Torrance model [28], with a Beckmann distribution

of microfacets. The user selectable parameters of the Ashikhmfiic-); @ point light is also included in the scene. We assigned
Shirley source model used for the experiments are the real dReee different metals to the spheres in the scene (gold, silver and
imaginary components of the material IOR (material dependerfépPper). Figure 7 shows some of the source and our remapped ren-
and the anisotropic roughness along the tangent and bitanﬁﬁ“gs (remapping from Ashikhmin-Shirley to Cook-Torrance),
directions (respectivelyRy . Rvas 2 [0 1]). Since the target respectively on the rst and second columns. Table 2 gives the
model (Cook-Torrance) does not support anisotropic materials, R&/-channel Normalised Root Mean Square Deviation (NRMSD)
focus on isotropic conductors, we $Rfs= Ry,s= Ryas As for @mong source and remapped renderings, computed by normalising
the parameters of the Cook-Torrance model, the parameters & RMSD by the range observed in the source rendering. For
the real and imaginary components of the material IOR (materfgference, the average NRMSD over ten renderings of the same

dependent), and the isotropic roughness of the microgeometfgne, due to the stochastic nature of the path tracer and sample
(Ret2 [0 1)). generator, is @15.

To perform remapping we use measured real world con- We repeated the experiment using the GGX model as a target;
ductors, hence the real and imaginary components of the I@ile our framework managed to provide a visually satisfactory
are determined by the material considered (iridium was used&napping from the source to the target parameters (see Figure 7,
nd the mapping). To summarise, given the parameters xeHlird column), the average NRMSD is up tb3imes higher than
by the conductor selection, we search for a mapping betweinthe previous case and aboub2imes on average, as reported
fRag! fRyg. Given the nature of the parameters involved, thi@ Table 2. This is due to the very different characteristics of the
constrained strategy can be readily implemented. The paramef@jgrofacets distribution at the core of the GGX model with respect
available for the GGX and Cook-Torrance models are the sant@,@ Gaussian distribution, which is engineered to have a narrow
and we look for a mappingRasg!  f Rggxd- specular peak and a much longer tail than usual. As a consequence,

Even the simple 1D remapping allows us to highlight son@ rendering using the GGX model displays more shadowing than
challenging situations, for instance when remapping a microfac&@ny other BRDF models [2]. Figure 8 shows three renderings of
source BRDF, based on a Gaussian distribution, to the target modf|iridium sphere, from left to right using the Ashikhmin-Shirley

GGX, which implements the Trowbridge-Reitz distribution [29]. model, the corresponding rendering with the remapped parameter
for the Cook-Torrance and the GGX model.

Table 2: Min, max, mean and standard deviationf the NRMSD, per colour We note that this simple 1D case could be solved by pre-

channel, between source (Ashikhmin-Shirley model, A-S) and target (Coqk- : :

Torrance, on the left side, and GGX, on the right side) renderings. %nderlng t.he reference scenes by spanning the range of .the
roughness in the model (brute-force approach), and then applying

A-S!  Cook-Torrance A-S GGX a simple regression on the minima given by Eq. 3. However, this

_ Red [ Green [ Blue [[ Red [ Green | Blue would not lead to any advantage with respect to our framework. In-

min 0.0054 | 0.0046 | 0.0043 || 0.0166 | 0.0154 | 0.0123 tead. since it would n itate renderin Il the aforementioned

max || 0.0305 | 0.0320 | 0.0329 || 0.0546 | 0.0483 | 0.0404 | Stead, SINCe It would necessitate rendering all the alorementione

mean 0.0107 | 0.0103 | 0.0100 0.0247 | 0.0259 | 0.0278 Images, even using a constrained strategy, It Is eqUIvaIent to the

S 0.0078 | 0.0084 | 0.0087 || 0.0097 | 0.0076 | 0.0059 worst case scenario in our framework.

5.2 Isotropic BRDF Models - 2D to 3D Remapping

Results - Isotropic BRDF Models (1D Remapping) To test the robustness of the proposed framework onEhie 2D

The test scene used in this set of experiments consists of thremapping of isotropic BRDF models, we present as a case study
spheres with the same radius, placed on a checker-board #melremapping from the Ward BRDF [21], in particular the Geisler-
illuminated by the “At the Window” [30] light probe ¢ Bernhard Moroder-Oir energy conserving variant [31] and the BRDF com-
Vogl), which displays rich content (windows, statues, furniturggonent of the GGX model [32], focusing on dielectric materials.
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re ectance respectively to null or any non-null positive value.
A non-null specular re ectance in the Ward model can only
be related to the Index of Refraction (IOR) in the GGX
model, which controls the Fresnel effect and hence the
amount of energy re ected through pure specular re ection.
The isotropic roughness in the Ward model can only be
(@) A-S (b) Cook-Torrance  (c) GGX related to the microgeometry roughness in the GGX model.
Figure 8: Visual comparison about the effect of comparable values of surface
roughness on the Ashikhmin-Shirley (A-S), Cook-Torrance and GGX mOdeﬁ'eSU":S - Isotropic BRDF Models (2D to 3D Remapping)

Table 3: Parameters available to the user, in the implementation of the wdrde test scene used for this set of experiments is the same as in the
and GGX models used in the isotropic 2D to 3D remapping experiments. 1D case; each sphere in the scene has a different diffuse re ectance
(Figure 9). In the rst and second columns of Figure 9, we report

_ Ward parameters (dielectrics) _ a visual assessment of the quality of the unconstrained remapping,
Parameter description Symbol | Plausible values|  ghqying some of the source images, the corresponding remapped
Diffuse re ectance Dw 0 1 target images and tHe? error maps in RGB space (in the insets);
Specular re ectance Sw [0 0:4] Table 4, top half, summarises NRMSD for all the images used in
Anisotropic roughness along the tam- Ry, 10 0:7] the rst experiment.
gent direction
Anisotropic roughness along the bitan- Ry, 10 0:7] ' N

gent direction

s 5

GGX parameters (dielectrics)

Parameter description Symbol | Plausible values|
Diffuse re ectance Dggx [0 1]
Specular re ectance Syox 0;1

Index of Refraction of the material lggx 11 1:85
Isotropic roughness of the surface mi- Rggx [0 0:7]
crogeometry

We select as source and target BRDFs two very different mod
the rst one being a phenomenological model, not based on f’
microfacets theory and with no support for the Fresnel effe

The second one is a physically based model which descritclg
a microfacets distribution and accounts for the Fresnel effe€tgure 9: Remapping of isotropic Ward to GGX. We show the source render-

We believe this case study is of particular interest not only igs (rst column), the corresponding remapped target images for the GGX
model, using the unconstrained setting (second column) and the constrained

compute_r _graphl_cs, but also in the colorimetry afnd human V's'%_ﬂe (third column). The rst row refers to a source roughness®f Owhereas

communities for instance, where phenomenological models andioi is used in the second row. In the insets we report fherror maps.

particular the Ward BRDF, are widely used [33], [34].
Parameters which can be set by the us.er’ In the. Implemen_ta%{%?le 4: Quantitative validation of the remapping strategies - isotropic dielec-

of the Ward and GGX models used for this experiment are listgg materials. Min, max, mean and standard deviationf the NRMSD, per

in Table 3. Plausible values for dielectrics are derived from thelour channel, between source and target renderings.

Mitsuba manual and empirically through additional experiments. ) ) i .

. . . . Unconstrained remapping Constrained remapping
Since the implementation of the GGX model used for this exper- Red T Green | Blue Red Green T Blue
iment does not support anisotropic materials, we use the isotropicmin 0.0105 | 0.0133 | 0.0114 || 0.0113 | 0.0144 | 0.0114
version of the Ward model, by setting the roughness along themax || 0.0323 | 0.0374 | 0.0440 || 0.0306 | 0.0366 | 0.0440
tangent and bitangent directions to the same value. To derive thgnean || 0.0182 | 0.0222 | 0.0262 || 0.0187 | 0.0230 | 0.0268
mapping in both models the diffuse re ectance colour is xed to S 0.0059 | 0.0068 | 0.0097 ]| 0.0056 | 0.0067 | 0.0102
neutral value (grey), hence we aim to nd a mapping between the
following sets of parameters:

For the constrained remapping experiment, Figure 9 shows
a visual assessment of the quality of the remapping (compare
Ps! Pr;Ps= fSy;Ru0;Pr = f Sgx lggx Rygxd: Rw = Ruw = Ryy:  the rst and third columns); Table 4, bottom half, summarises
) ~ NRMSD for all the images used in the experiment.
The resolutions for source and target parameters used in our|, poth experiments most of the error is localised around the
experiments, spanning the range of plausible values (Table 3)gigyes of the spheres, as shown in the insets in Figure 9. This is due
reported in the supplementary material. No additional informatiqf the |ack of support for the Fresnel effect in the Ward model and,
is required f_or the unconstrained remapping strategy; to impbm%@previously explained, cannot be xed by a remapping algorithm.
the constrained one we observe that: Figure 10 shows an example of remapping a spatially varying
The specular re ectance in the GGX model, to ful | energyBRDF (SVBRDF), in which the roughness is controlled by a
conservation, can be either 0 (lambertian material) or téxture map; once this remapping has been performed as described
(with the Index of Refraction controlling the specularity)in the above, its output can be applied on per texel basis. Similar
In the Ward model this is equivalent to setting the speculaonsiderations apply to the spatially varying specularity (Fig. 1).
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Table 5: Comparison of the running time for a full remapping WardzGX
(isotropic case), on the mobile PC described in Section 4.

Brute Force  Unconstrained  Constrained

remapping 22h 36m 1h 28m Oh 46 mi
rendering 31lh 42m 31h 42m 8h 18m
total 54h 18m 33h 10m 9h 04m

(a) Source (Ward)

@ (b) (©

2 2 & 2 3
B H

& Index of Refraction - target (6GX)

N Roughness - target (GGX)

Roughness - Source (Ward)

o, o

(b) Remapped (GGX) .

01 02 03 04 0.
Specularity - Source (Ward)

03 e .

. 2.3 a o_z%\“@\w f%@ 01
o o

2 o "

00 0 ‘\K\*'
iy s o

Figure 10: Remapping of SVBRDFs. The roughness in the source rendering
(a) is controlled by a texture map. The remapped rendering is obtained by Q) © ®

applying the mapping to each texel of the roughness map. Figure 11: Comparison between the output of the unconstrained and con-

strained strategies. In the rst row we report the output of the unconstrained

Besides a similar NRMSD (Table 4), an |mportant advantag@'ﬂapplng, ShOWing (a) the binary choice between diffuse Only (blaCk) or

. . i . iffuse and specular (white) for the remapped target paranf@gr the
of the constrained strategy is the ability to derive smooth g5 -0 oc g targelgy (b) and targeRyg (c). The second row, in (c)-(f) reports
lationships between corresponding parameters, whereas the thfsame information as derived by the constrained remapping.

constrained remapping strategy might force the tting module

to output a look-up table, since all the target parameters gffasnel and shadowing/masking terms are the same as in Cook-
allowed to vary at once. This is particularly noticeable for thggrance [28], the microfacet distribution is based on a modi ed
selection of diffuse only/diffuse and specular (Figure 11(a)) angsc distribution [36].

roughness (Figure 11(c)) in the remapped GGX parameters. AlSO iher than the index of refractionsy, The parameters that

the remapped IOR (Figure 11(b)) displays dependencies on bgfhirol the model ardqgis, 4, @ Per-channel specular scaling

the Sy and Ry. As a further consequence, the unconstraingd (hence, the distribution is not normalised and the model
strategy must sample the whole parameter space of the SOWggs not obey to the energy conservation princigBg, which
modgl, since at any stage of the remapping itis not possible dgntrols the sharpness of the specular lobe @ngl, which
predict how a given set of input parameters will be remapped. controls the shape of the tail of the distribution and hence is
_ The constrained strategy conveys some important generaligdated to the fall-off rate at wide-angle scattering. As for the GGX
tion characteristics, which allow us to sample only a relatively,,qel we modify it in order to allow a differeryg;g,. per
small portion of the source model parameter space, as reportegﬁ%nnel, in the rangi®@ 1]. Hence, a naive implementat?gxn of the
Figures 11(e) and 11(f). The output of the GA is then used by ﬂljgmapping would lead to aB! 5D case. However, the mapping

tting module to derive the relationships among source and targ n be derived for a single channel, and applied to other channels
parameters. Overall, this information can be inverted and used Rbependently, thus reducing the di;nensionality Bl4 3D

. S : r '
thelln\{rersle r5emapp|nge. G(tShX. V:(ard. f a brute f To implement the constrained strategy we observe that the
. n lable > we c_ompare €run Ime ora ”“? orce a_lpprqac NGB, &, A€ Clearly related t&ggjg,,.» @S Well adisw andlggy;

with the unconstrained and constrained strategies runtime in th Low . X
. ? . however, as reported bydw et al. [35], I sw does not have a
worst-case scenario. In all cases we refer to a single-thread imp

: o . L2 : Rysical meaning and the range of values it assumes does not
mentation; the runtime is dominated by rendering time, with trPe y 9 9

. . . . rr n real world materials. As for the roughn h
constrained strategy being the fastest and requiring approxmat%? espond to real world materials. As for the roughness, the

) L i ff BLs 5 I .
9 hours to perform a full remapping, making it suitable for use asca&FnbIned effect 0BLow andCiow can be related t&gqx
overnight tool even on a mobile PC system. Overall, on a 48-core . . . .
Intel Xeon E7-8894 v4 platform, an optimised implementation dkesults - Isotropic BRDF Models (Higher Dimensional

the unconstrained remapping takes less than 1.7 hours, whef@881apping)

the constrained remapping requires about 52 minutes. To validate the remapping froméw et al's BRDF model (re-
ferred to hereafter as ABC) to GGX we make use of the MERL
5.3 Isotropic BRDF Models - Higher Dimensional Cases material database [37], through the following steps:

In this Section we describe the Remapping from the isotropic We use the technique described idviLet al. [35] to t the
microfacet BRDF model by @w et al. [35] to GGX. While the MERL materials, thus nding the optimal parameters for the
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ABC model to represent them; 6.2 Anisotropic BRDF models - Ward to GGX

We apply our remapping ABC GGX to the nd a suitable \ye present the remapping from the anisotropic Ward model to

representation of the materials in the GGX parameters spagg anisotropic GGX [40]. The remapping is performed between
As a further comparison, we show the tting of the MERLthe two sets of parametei§y; Ruw; Rywg! Syox; RU ggxs RV ggx
materials to the GGX model, obtained using the method by Dupgsee Table 3), whereRyggx and Ryggx extend Rygy to the
et al. [38]. To display our results, we take advantage of thgnisotropic case. Given the implementation of GGX differs from
perceptual validation of the optimised surface and light directiafe one used in Section 5.2, previous remapping results cannot
suggested by [39] (see Figure 12). Please note that our input is 8@én partially be reused. As in the corresponding isotropic case,
a measured material. Hence, images are rendered using the suff@gemake use of the additional mask in the tness function
geometry, rather than mapping measured values directly on it. computation, to reduce the effect of the Fresnel in the remapping.

While for most MERL materials the remapping leads to

convincing results, with the search space in Ifig in the range pagyits - Anisotropic Ward to GGX

[1:01 2:1], in 29 cases (including many metals and the specular- .
phenolic family) we had to extend it. This is due to the parametsw_e second row of Figure 13, shows a nuts and bolts cat rendered

in the ABC source renderings, with valueslgfy as high as 999 using the Ward model, as gxplained in the preyious sect_ion. Th_e
andCiew values largely outside the typical raniges  1:5] [35]. third row shows the same images rendered with the anisotropic

; - : h GGX model, where the parameters have been derived by our
Overall, the remapping failed on the 3 gold-metallic paints. . . . .
v PpIng fal g 'c pal remapping framework. Besides the unavoidable differences due

to the Fresnel effect, our framework provides satisfactory results.
6 REMAPPING OF ANISOTROPIC BRDF MODELS P y

In this Section we focus on anisotropic BRDF models and shoyv PERCEPTUAL VALIDATION: USER STUDIES AND
remapping between Lafortune to Ward and GGX to Ward mOdeE'SYCHOMETRIC SCALING EXF.>ERIMENTS

6.1 Anisotropic BRDF models - Lafortune to Ward A quantitative validation provides an initial assessment of the
The empirical BRDF model by Laforturet al. [12] is a generali- quality of the remapping performed by our framework. However,

sation of the cosine lobe model, allowing multiple steerable lobd€, €nsure that the remapping produces visually plausible results,
Other than the specular re ectanSe, each of the specular lobes regardles§ of the selected me.tnc, re;ults are §|SO veri ed th.rough
is controlled by the paramete@;, Cy , Cz and the exponent user studlgs and psychometric scgllng experiments, focusing on
n, which controls the shape of the lobe. Thgy, G, , C, [N€ isotropic BRDF models remapping.
parameters allow control of retro-re ections (by setting them all
to positive values), anisotropy (wh&, 6 Cy;) and off-specular 7-1 User Studies
peaksC; ( Cqu = GCy)); the original Phong model [20] can User studies are a common way to validate results in computer
be obtained by settingljj = 1,Cx= Cy,= 1,C,= 1, whereas the graphics, with a range of available study methodologies and
Lambertian model can be obtained by setting O. metrics [41], we use similarity judgements. The goal of our user
We demonstrate the remapping from the Lafortune BRDétudies is to establish if participants can distinguish between the
model to Ward, in the anisotropic case, single lobe. For thgpearance of an image rendered using the source BRDF and the
specular lobe we look for a mapping frofig_;Cy;Cy;Czng ! same image rendered using the target BRDF, where the parameters
fSw;Ruw; Rywg. Since the anisotropic Ward model does naére derived by our remapping framework. In our study, participants
account for retro-re ection and off-specular peaks, we excludgith corrected to normal vision are presented with a sequence
the corresponding Lafortune parameters from our analysis. Fgirtwo images next to each other (stimuli) on a uniform grey
the constrained remapping strate§y,and S, are corresponding background, on a calibrated display.

parameters. The anisotropy in Lafortune is controlledCkyand Each image pair consists of a scene rendered using the source
Cy, with n controlling the roughness, whereas in Ward anisotrol@RDF model and the same scene rendered with the target BRDF
and roughness are controlled concurrentlyRpy, andRy,. using our remapped parameters. Each participant, after observing

an image pair for exactly 5 seconds, was asked to rate the simi-
Results - Anisotropic Lafortune to Ward larity between displayed images, using integer ratings on a scale

In Figure 13, the top row, shows a nuts and bolts cat renderéd 2, where 0 means “noticeably different”, 1 encodes “slightly
using the Lafortune model, for different degrees and direction #ffferent” and 2 means “same”. Instructions were provided before
anisotropy. The anisotropy in the tangent directions decreases fréi@ start of the study. Image pairs were shown to subjects in a
the leftmost image towards the centre one, which is isotropic, thesndomised order and included a control set of image pairs in
the anisotropy in the bitangent direction progressively increas&bich the images are actually the same, to provide a reference for
moving towards the rightmost image. The second row shows thi@tistical analysis. Four user studies were conducted:
same images rendered with the anisotropic Ward model, where tfl§ Unconstrained remapping, dielectrics. The study used 36 test
parameters have been derived by our remapping framework. pairs, generated by the unconstrained remapping experiment
While our remapping is able to produce visually satisfactory in Section 5.3 (Figure 14(a)), and 5 control pairs.
results for many points in the Lafortune parameter space, t{&) Constrained remapping, dielectrics. Source and target BRDFs
decoupling between roughness and anisotropy leads to failure were the same as in the previous user study, but with different
when trying to remap glossy, anisotropic surfaces. (1> 128, diffuse colours for the spheres (Figure 14(b)). Like the rst
C« 6 Cy) to the Ward model. In the latter, roughness in the study, participants were shown 41 pairs (36 test, 5 control).
tangent/bitangent directions and anisotropy are strictly correlate(8) The third user study presents a set of conductors (metals)
No issues arise when remapping isotropic surfaces. with varying roughness, where the remapping from the source
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(a) “Green-metallic-paint”, measured (b) “Green-metallic-paint”, ABC t (c) Our remapping ABC GGX (d) “Green-metallic-paint”, GGX t

(e) “Purple-paint”, measured (f) “Purple-paint”, ABC t (g) Our remapping ABC GGX (h) “Purple-paint”, GGX t

(i) “Yellow-phenolic”, measured (i) “Yellow-phenolic”, ABC t (k) Our remapping ABAG GGX () “Yellow-phenolic”, GGX t

Figure 12: The rst column shows the measured MERL materials [37] applied to the scene with optimised geometry and lighting betHa\i28]. The

second column reports the same scene rendered using the ABC model, where the model parameters have been derived by tting as desat@d35);

these renderings represent the source for our remapping. The third column reports the scene rendered using the GGX model, using the parameters derived fror
our remapping ABAQ GGX. As a further comparison, the last column reports the scene rendered using the GGX model, with the parameters derived from the
tting described in Dupuyet al. [38]. Please see the supplementary material for the complete list of materials in the MERL dataset.

Figure 13: A nuts and bolts cat rendered using the Lafortune model, for different degrees and direction of anisotropy. The second row shows the same images
rendered with the anisotropic Ward model, whereas the bottom row show the images rendered using the anisotropic GGX implementation.

(Ashikhmin-Shirley) to the target model (Cook-Torrance) unconstrained remapping experiment in Section 5.1 were

is performed with the constrained remapping strategy (Fig- used together with 2 control pairs.
ure 14(c)). In this case the mapping is performed only if{4) In the nal user study the shapes placed in the scene are the

one dimensionKss! Rqt); 19 test pairs generated by the “Stanford Bunny” [42], “Happy Buddha” [43] and “Dragon”



IEEE TRANSACTIONS ON VISUALIZATION AND COMPUTER GRAPHICS 11

and Welch'st testcon rm that for renderings belonging to the

green area (a large portion of the parameter space) observers

are unable to reliably distinguish between source and remapped

renderings, irrespective of the remapping strategy. As for the

red group, both tests reject the null hypothesis; our results are
() User Study 1 (b) User Study 2 (c) User Study 3 (d) User Study 4 furthgr con rmed by the Wilcoxon test. For details prut the
partitioning of the Ward parameter space and the statistical tests,
see supplementary material.

User Study 3.The average rating for all the images is reported
in Figure 14(g). The statistical tests, performed by including all the
test pairs in one group, indicated no signi cant difference among
test and control pairs, con rming participants' impressions that
most image pairs appeared to show the same image.

User Study 4.The purpose of the fourth user study was to
assess the efcacy of our framework when combining several
BRDF models and complex objects in one scene. Both tests,
performed by including all the test pairs in one group, indicated
no signi cant difference among the rating of test and control pairs.

(e) Average Ratings User Study 1 (f) Average Ratings User Study 2

7.2 Psychometric Scaling Experiments

The user studies allowed us to assess that the proposed framework
provides, with both the constrained and unconstrained strategies,
an effective tool to remap parameters from a given source model
to the parameters of an arbitrary target one. Further, they highlight
that when there are noticeable differences between source and
(9) Average Ratings User Study 3 (h) Average Ratings User Study 4  remapped renderings, this is due to deep differences between the
Figure 14: (a)-(d) Examples of the test scenes used in the user studies; (effhgracteristics of source and target modelg, remapping from
for each study we report the mean rating and the standard deviation. The d¥¢strd to GGX models (user studies 1 and 2). We further focus on

bar refers to the control pairs (same-image pairs), the yellow bar refers to Wf'?s particular case and extend our validation with psychometric
ratings for all the test pairs (original-remapped). For studies 1 and 2 we give

the mean and standard deviation of the “green” and “red” groups of test pa@nKing experiments. The purpose of these is twofold:
To provide validation that our framework provides the best
achievable remapping, on average, when considering the
(Figure 14(d)). For each test pair, the source image was gen- parameter neighbourhood of the remapped valBes:€ptual
erated by randomly assigning to the objects one of the source Experiment L
BRDF models Ward or Ashikhmin-Shirley, with parameters  To provide stronger evidence that the phenomena that causes
randomly selected as well; the target image was generated the remapped renderings in the GGX model to be distin-
by assigning to each object the corresponding target BRDF  guishable from source renderings with parameters in the red
model and remapped parameters. Participants were presented portion of the plan&, Ry (see supplementary material), is
with 2 test pairs and 2 control pairs. actually the visually disruptive effect of the lack of Fresnel

Participants reported that, for most image pairs, they had dif -  effect on one side (Ward), and its presence on the other side
culties spotting differences between the left and right renderings. (GGX) (Perceptual Experiment)2
In fact, in many cases, similar average scores were given to #ve designed our experiments in Matlab, using the Psychophysics
original-remapped image pairs and to the control pairs. Toolbox Version 3 extensions [44], [45].

Results of these user studies were analysed for statistical Perceptual Experiment 1 In the rst experiment, subjects are
signi cance, using both the one-tailéd testand Welch's test  presented with the source rendering on the right side of the screen
accounting for both the possibilities that the variances of the testd nine renderings on the left (Figure 15(a)). Only one rendering
and control pairs are equal or unequal. Additionally, for each usieom 9 is generated using our remapped parameters, the others are
study we compared ratings given by users to the test pairs aeddered with parameters in the re ectance neighbourhood of the
to the control pairs using the Wilcoxon signed rank test. All testarget parameter space. We focus on the plane givégyy Rygx,
were conducted at a signi cance lewvel= 0:05. A detailed report moving along one direction at a time.
of all the statistical tests is included in supplementary material, we The shapes are blobby objects, since they allow better discrim-
report the main ndings below. ination of material re ectance than other shapes [46]. Their exact

User Studies 1 and 2The pairwise comparison results fromshape and order are randomised to avoid pixel-wise comparisons,
a multiple comparison test using the Tukey's honestly signi camaither than focusing on the overall re ectance. The diffuse value
difference procedure, conducting the hypothesis tests at the 80 xed to a green shade, with valueRGB = [0:1;0:3;0:1].
signi cance level, allowed us to highlight that participants tend t®@bservers were asked to select on the left side, the closest
spot differences between source and remapped image pairs wiegrdering to the source one in terms of surface properties ignoring
0< Ry 0:06,orwhers, 0:35.Accordingly, we partitioned the the shape; once selected the image disappears and the observer
testimage pairs inteed= ff0O R, 0:06g\f Sy 0:35ggand must then choose the closest one from the eight left and so on,
green= ffR, > 0:06g\f Sy < 0:353g groups. Both the test until all nine images are removed from the screen. For every
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observer, this process was repeated 30 times for each of this conrms the empirical nding from user studies 1 and 2.
selected 25 points in the Ward parameter space (on a5 Please see supplementary materials for further details.

grid given by Sy Ry, Sy = f0:0650:13;0:195 0:26;0:325),
Ry = 0:01;0:05;0:13;0:29;0:61g). The light probe used in this CONCLUSION
experiment was the “Courtyard of the Doge's palace, Venice,

ltaly” [7]. Seven participants took part in this study, with eacfreauently, digital artists face the problem of trying to match
session lasting 2 to 3 hours. an image rendered somewhere else using a BRDF model that is

Our rationale for this experiment is that on average amoﬁgavailable within the rendering tool in use. Standard practice
repetitions and observers, the visually closer target rendering to thet© manually tweak a range of parameters for the available

€ N . . . .
source one, corresponding to the best set of target parametersn?spel’ based on a subjective evaluation and experience, in a time-

that given source, will have a lower ranking. This ranking Shoul((‘)onsuming fashion. In this study, we consider a real world scenario

increase with the distance of the neighbours to the best one, giv|Hg)NhiCh the source material model (BRDF) and parameters used

fise to a “V" shape (centered on the latter) in a pletghbourlD torender a reference image are known. The BRDF available on

rank Flat areas indicate regions of the target parameter spacelfifj USer side (target) is different from the source one. Despite

which the renderings do not show perceivable differences Wih@ving no access to the implementations of the material models,
their immediate neighbours we propose an automatic solution to achieve consistent appearance

Figures 16(a) and 16(b) show the outcome of this experimeﬁfr(\ﬁs dlfflg(jrept modfels (and rErL(;I]erersg. . f . N
with the red lines reporting the polynomial t of measured data. . € validate our framework through a series of experments
For each of the plots on theaxis we report the neighbouring iden-US'"9 both isotropic and anisotropic BRDF models. By employing

ti ers, where “0” indicates the remapped parameters found by Oﬁruser studies and 2 psychometric scaling experiments, we are able

; ; : to perform a detailed analysis of user perception of our remapping
framework (constrained strategy), of coordinatés Ryg in the .
lgox Rggx SPace. The coordinate of the neighboffts 4% 3", method. The results of these studies demonstrate that our param-

11, "07, i, "47g are reported in the supplementary material. eter remapping fr_amework aII_ows us_to pb_taln _parameters, fqr the
: . . LT target model, which enable virtually indistinguishable renderings
The analysis of the neighbours in thgx direction shows

that in 56% of the cases the observer preferred the renderinif%? those created with the source model, for a wide portion of the
or

. ce model's parameter space. This is true, even in challenging
corresponding to the parameters remapped by our frameWcases where the source and target models have extremely different
(“0™), and in 37.5% of the cases its immediate neighbourl”, 9 y

indicating a preference towards a slightly lower value of the IOEParaCte”StICS’ such as empirical models versus physically-based

. . . odels with support for Fresnel re ectance. Further, our user

and hence a slightly less visible Fresnel effect (Figure 16(e)). .. PP .. '
o udies also conrm the validity of our approach on complex
As for the roughness direction, our remapped parameters were . . .
I scenes, which are more representative of a real world scenario.

preferred again in the 56% of the cases and™ in 28% of the . L . .
. - Our experience with isotropic BRDF models provides a key

cases. In many cases the I' neighbours have a very similar

. . .insight; the differences between the statistical distribution of the
value of the tness function (see Figure 16(d)), and the selectign.

. . . microfacets used by the source and target models play a fundamen-
of flp; Rog by our framework is due to the constrained strategy.

tal role in the quality achievable through remapping techniques.
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