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Feasibility on equivalence ratio
measurement via OH*, CH*, and
C2* chemiluminescence and
study of soot emissions in co- ow
non-premixed DME/C1 —C2
hydrocarbon ames

Abdallah Abu Saleh?, Kevin J. Hughes®, Graham Hargrave ? and
Ruoyang Yuan'*

Department of Mechanical Engineering, University of Shef eld, Shef eld, United Kingdom, ?Wolfson
School, Loughborough University, Loughborough, United Kingdom

The effects of dimethyl ether (DME) addition to methane and ethylene fuels on the
combustion characteristics of heat release, soot emissions, and ame
temperature were investigated experimentally and numerically in a non-
premixed laminar ame con guration. The ame-heat release soot-volume
fraction was measured experimentally using CH* OH* and C ,*
chemiluminescence and planar two-color soot pyrometry, respectively. The
CH*, OH*, and C,* were used to locate ame-heat release regions as well as
to investigate the soot signal 's effect on their measurements. The ratios of the
chemiluminescence pairs (OH*/CH* and OH*/C ,*) were studied for the feasibility
of map local equivalence ratios. Numerical calculations across a full range of DME
mixing ratios were performed through 1D laminar  ame simulations implemented
with a detailed mechanism to provide an indication of the ~ ame structures and
pro les of key species including OH*, OH, CH*, CH, CH 3, C3H3, CoH,, heat release
rate (HRR), and ame temperature. An existing developed soot model was used in
a 2D computational study to investigate its validity for modeling soot for DME
(oxygenated fuel)/C ,H4/N, ames. Parametric studies have been carried out on
some key parameters in the soot modelto  nd optimum values that can be used in
future studies. Although soot radiation intensities increased at a small amount
(25%vol) of DME addition in the DME/methane ames, the soot pyrometry results
showed a reduced soot volume fraction with an increased DME mixture ratio in
both DME/methane and DME/ethylene  ames studied, agreeing with the key
conclusion of 1D numerical results. The ame HRR decreases with the increasing
addition of DME to methane and ethylene  ames and correlates with the trend of
OH* and CH* pro les. The 1D simulation showed a non-monotonic correlation
between OH*/CH* ratios and equivalence ratios, implying a limited use of OH*/
CH* for the equivalence ratio measurement in non-premixed ames with
DME additions.
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radicals such as OH*, CH*, and,’*Cformed through different
DME/C,H, . . . . .
DME T e chemical reactions during combustioflardalupas .ano! Orain
(2004) demonstrated that OH* and CH* chemiluminescence
emission intensities are good markers for HRR in premixed
counterow ames, and that the intensity ratio of OH*/CH* with
5% uncertainty can be used to measure the equivalence ratio at lean
and stoichiometric condition®&aumgardner and Harvey (20Zals0
observed that the ratio of OH*/CH* is well correlated with the
+H equivalence ratio for lean conditions, whereas the ratio of C2*/
H2C=CH2 m’ HC=CH CH* correlates better with rich conditions. Furtherm_c_j?enoutsos
et al. (2009)showed that OH* and CH* can be utilized as HRR
GRAPHICAL ABSTRACT indicators in both premixed and non-premixed country methane
ames. The validity of using CH* orCchemiluminescence in non-
premixed ames as an indicator of HRR and the equivalence ratio
) remains questionable due to likely interference from soot emissions.
1 Introduction This paper will investigate the feasibility of using OH*, CH*, gr C
chemiluminescence as a HRR and equivalence ratio marker in non-
The burning of fossil fuels dominates various domains of thgremixed ames, focusing on adding DME and using both
energy sector, including transport and power generation, which é&perimental and numerical approaches.
causing an increase in the release of harmful emissions such asSeveral investigations have utilized laminar diffusiames to
carbon monoxide (CO), unburned hydrocarbon (HC), nitrogerstudy the characteristics of soot formatidrv(ang et al., 1998
oxides (NOx), carbon dioxide (GI and particulate matter McEnally and Pfefferle, 2007oon et al., 20q@Bennett et al., 2009
(PM) (Liaquat et al, 20)0 In 2016, the World Health Choietal., 20%1iuetal., 201 ICharest et al., 2018irignano et al.,
Organization revealed that approximately 4.2 million deathg014 Choietal., 201.i et al., 201 Most of these studies found a
around the world are attributed to air pollution due to suchconsiderable impact of fuel structure on PAH and soot formation.
emissions\(Vorld Health Organization, 2032Soot released from Although several researchers have added DME to the combustion of
the transportation and electricity generation sectors has been fougidferent hydrocarbon biofuels in non-premixedmes and studied
to signi cantly affect public health, including lung cancer andhe impact on soot and PAH\cEnally and Pfefferle, 200Yoon
asthma Pope and Dockery, 2006The utilization of cleaner et al., 2008Bennett et al., 200€hoi et al., 20L1Liu et al., 2011
fuels such as biofuels or low carbon fuels as alternatives to fossiignano et al., 201€hoi et al., 20L4.i et al., 2018Ahmed et al.,
fuels is one solution which offers similar energy content with fewern21 Serwin and Karata 2023 Abu Saleh et al., 20pdifferent
soot emissions. It has been suggested that mixing dimethyl eth@nclusions were reached about the relationship between DME
(DME) or inert gas with hydrocarbon biofuel will reduce suchaddition and soot emissions. Details of these previous studies are
emissions—particularly soot {oon et al., 2048Liu et al., 2011 presented irfable 1 The majority (IcEnally and Pfefferle, 2007
Sirignano et al., 2014 Yoon et al., 20Q@8ennett et al., 200Qiu et al., 201;JAhmed et al.,
DME is considered a promising alternative clean fuel; it can b2 studied DME/ethylene mixtures and found that a small
obtained from a range of sources including biomasssfwar et al., (5-40%vol) additon of DME to ethylene fuel resulted in
2017 and natural gas, and it can be used in multiple applicationgacreased soot formation. This contradicts theding of reduced
such as compression ignition engines and gas turbines. Unlike otkgiot emission benés from DME/diesel blend conducted in a direct
biofuels, DME possesses no caramarbon bond and has a very low injection engine Ying et al., 2006and the nding in DME/alkane
boiling point and a high cetane number. DIEenergy density is blends, where DME blending with methane, ethane, and propane
approximately 45% lower than diesel fuel. It is also an oxygenateldowed decreased soot and PAH formation across all DME mixture
compound with a short ignition delay feature and can thus be usedtios (Yoon et al., 20Q3Hence, further study is required to clarify
as an ignition enhancer. Nevertheless, a s@mit quantity of the soot emission bents from DME addition to hydrocarbon fuels
methyl groups (ChH) can be generated from DME with an extended range of fuel compositions and burner
decomposition (e.g., GOCHz CHz+CH3O (Fischer et al., con gurations. Most previous studies have focused on the DME/
200G Liu et al, 201)); this has been linked to increasedethylene ames and the effect on soot formation. However, there is
formation of soot due to the suggested reaction pathway of DMgtill a paucity of knowledge regardingme structure andame heat
CHs; (H) CH,(CsHz) CeHg  soot (i et al., 2018 release quantcation for non-premixed DME/hydrocarbon
Chemiluminescence imaging as a combustion diagnostic has béggnd ames.
widely used in premixedames as a marker for theme heat release Detailed DME chemical kinetic mechanisms have been
rate (HRR) and equivalence ratideg and Santavicca, 2003 developed and validatedy bseveral researcherBurke et al.
Hardalupas and Orain, 20pRanoutsos et al., 2009ardeshmukh (2015) developed and validated a detailed DME chemical
etal., 201;Baumgardner and Harvey, 2)zhd as an identcation  kinetic mechanism (Mech_56.54sing their data for ignition
of the reaction zoneHanoutsos et al., 200HRR is an important  delay time and from previous literature, includingw reactor,
aspect of hydrocarbon fuel combustion and is a factor that should Baock tube, ame speed, andame speciation. The Mech_
considered in the practical application of alternative fuels. The natusé.54 model utilizes the 6C2 hydrocarbon and oxygenated
existence of chemiluminescence ames can be attributed to excitedfuels sub-mechanism dfletcalfe et al. (2013and the H/CO

@)
HaC” “CH;=—b *CHj3
+CH,COJ+CH,
. +H .
H2C=CH<_ HBC_CHZ
+0OH] +H
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TABLE 1 Previous studies on non-premixed ames.

Flame Conclusion

con guration

Yoon et al. (2008)  Counter ow non- Planer LIf and LIFP DME/ethylene Increase in maximum soot volume fraction agdGwith
premixed DME addition up to 40%

Yoon et al. (2008)  Counter ow non- Planer LIl and LIF DME/methane, = Decrease in soot and PAH formation across all DME mixture
premixed ethane, and propane ratios

Choi et al. (2015) Counter ow non- Laser extinction & 1D simulations DME/ethylene Compared to pure ethykeme, soot and PAH were increased
premixed for a 5% and 14% DME mixture ratio but decreased when 30%

DME was added. It was also noted that the largest sizes of soot
particles (50 nm) were obtained when the pure ethylene and
soot particle size reduced gradually as more DME was added

Liu et al. (2011) Co- ow non- PLIF and 2D LIl and 2D DME/ethylene Both methods agreed that little DME addition to ethylene
premixed computations results in increased soot and PAH formation
Bennett et al. Co- ow non- Mass spectrometry and DME/ethylene DME addition increased benzene formation more than the
(2009) premixed thermocouples and 2D ethanol/ethylene = ethanol addition. Their justication was that the carbenxygen
computations bond breaks in DME and generates £Which is not the case
with ethanol
McEnally and Co- ow non- LIl DME/ethylene Increase in maximum soot volume fraction agHigwith
Pfefferle (2007) premixed DME addition up to 10%
Ahmed et al. Co- ow non- PLIF and LII DME/ethylene Small addition of DME (10%) increased soot formation
(2021) premixed

4 aser-induced incandescence.
“Laser-induced uorescence.

sub-mechanism oKéromnes et al. (2013)n this study, 1D A co- ow con guration was used for this experimental

simulation will be implemented with the Mech_56.54 model tstudy for easy comparison with the existing literature on

study and evaluate soot precursor formation, CH*, OH*, andthylene ames and due to its wide practical applications

HRR performances as an indication @me soot precursors and and potential extension from laminar to turbulent reacting

chemiluminescence behaviors. ow. Measurements of CH*, OH*, angd"@Chemiluminescence
The combination of experimental and simulation studies playand soot emissions were experimentally obtained with various

an important role in reducing the time and cost of fuel developmer®ME mixing ratios. The ame structures and species ples

processes by categorizing those aspects that require additiomalluding OH*, OH, CH*, CH, HRR, Ck CsHj3, C,H,, and

comprehensive investigatiorHgsse, 2006 In last few years, ame temperature were calculated numerically through 1D

multiple studies have used 2D computationalid dynamics simulations implemented with a detailed chemical kinetic

(CFD) modeling to reveal the essential mechanisms of differemtechanism (Mech_56.54). The key characteristics of OH*

alternative fuels in laminar diffusionames. DME fuel mixtures and CH* from the simulation were referenced to

have been studied computationallyynnett et al. (200@ndLiu  experimental observations, and soot precursor predictions

et al. (2011)Ongoing work has been done on creating soot modeilgsere obtained and discussed along with the soot

that can be used for variousme types, along with multiple fuels concentration results obtained from two-color pyrometry.

including hydrocarbons and oxygenated fuels. However, soAtditionally, the impact of adding Nas a diluent into DME

modeling of DME/hydrocarbon fuel mixtures through CFD hasmixtures  with  hydrocarbon biofuels was studied

not been sufciently investigated. The current study used thexperimentally and numerically. This work is important

Brookes and Moss CFD soot model. because it provides a dataset for numerical validations and a
The novelty of this work is its investigation of the validity offoundation for the further application of DME in heptane and

using chemiluminescence and their pairs as markerseore heat in turbulent ames.

release zone and equivalence ratio measurements in DME diffusion

ames. This offers a new understanding of the correlation between

the chemiluminescence and equivalence ratios in the non-premixed Experimental con guration and

DME/CH, and DME/GH, ames. In addition, this study offers acomputationa| Speci cations

new understanding of the characteristics of soot emission through

its precursors- ame chemiluminescence and HRR of non-2.1 1D counter ow simulation in the mixture

premixed DME/C3C2 hydrocarbon ames. Moreover, it fraction zone

investigates the impact and typical values of key parameters in

the Brookes and Moss model on soot emission outcomes, which can In this study, 1D simulations implemented with the Mech_

then be used with the inclusion of complete soot precursor t66.54 mechanismB(irke et al., 20)5were conducted using the

accurately model the soot in DMEames. counter ow Cosilab packageCfsilab, 2010 The mechanism
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TABLE 2 Experimental conditions of ames investigated.

Jet component Case Qome (SCCM) Qruel (SCCM) Qu, (SCCM) Power output (kW)
DME/CH, F1 0 1 0 356.6 CH 0 0.195
F2 0.25 1 89 267.1 GH 0 0.229
F3 0.50 1 177 178.2 GH 0 0.261
F4 0.75 1 267 89.8 GH 0 0.296
F5 1 1 358 0 0 0.331
DME/N, F6 1 0.75 267 0 88.8 0.246
F7 1 0.50 177 0 176.1 0.164
F8 1 0.25 89 0 246.7 0.082
CH4/N, F9 0 0.75 0 267.1 GH 89.8 0.146
F10 0 0.50 0 178.2 GH 177 0.098
F11 0 0.25 0 89 CH 267.1 0.049
DME/CH4N, F12 0 0.60 0 158.3,8, 105.56 0.141
F13 0.50 0.60 79 79.13HG 105.56 0.143
DME/CH,4/N, F14 0.25 0.85 76 228.1 GH 52.4 0.195
F15 0.50 0.75 132 1325 GH 91.6 0.195
F16 0.75 0.70 177 58.8 GH 121.2 0.195
F17 1 0.60 211 0 1455 0.195

comprises 113 species and 710 reactions. Since it does not incldd2 Burner con guration and ow
reactions for benzene and higher PAH species, thdgsmf GH, conditions
and GHs were chosen to indicate the characteristics of soot

formation. The output proles of GH, and GH3 for C;H,4 fuel The experimental apparatus in this work comprised a ca-
were compared against the results \afon et al. (2008)for  burner with a fuel blending andow control system housed in an
validation. enclosed, interlocked work bench to allow the application of

Most researchers agree that soot particles are formed throughtical diagnostics. The caw burner used in this work had a
polycyclic aromatic hydrocarbons (PAH):-renklach (2002) similar structure to the Yale cosw burner Gau et al., 20)7with
suggested that the main soot formation pathway is tha4 mm inner diameter (ID) fuel tube centered within a 74 mm ID
combination of the surface reaction of particles (formationhoneycomb-lled air tube generating an axisymmetric laminar
growth, and oxidation) and PAH. The formation of the initial diffusion ame. The ow rates of air and fuels were controlled
aromatic ring—in other words, benzene {8¢)—is the primary through separate calibrated massv controllers (Alicat MFCs).
stage in this process. Multiple researchéksi (and Kern, 1987 The air was supplied to the burner from an air compressor and
Miller and Melius, 1992Bennett et al., 200%have proposed that inline air Iter. The air ow rate was kept constant at 72 +
C,H, and GH3 are the main species leading to the formation 00.2 SLPM (corresponding to an annular air exit velocity of
benzene. Therefore, it is important to study the behavior of, CH0.35 m/s) for all tests. The fuels used in this experiment were
C,H,, and GH3 produced from DME combustion in order to supplied from individual, single-fuel cylinders and blended within
predict GHg and soot formation. the ow control system. The DME was in a liquid state inside its

The non-premixed ames were modeled in a countew cylinder, soaNeslab RTE-110 circulator was used to heat the DME
con guration. The species mole fraction pl® results are to 25 to ensure it was in the gas phase before entering the
expressed in terms of mixture fraction) (space, where burner/blender. A constant fuel stream volumetriow rate of
represents the fuel stream mass fraction of the mixture, which 366 + 1 SCCM (corresponding to a fuel exit velocity of 0.47 m/s)
de ned byBilger (2011as %155% where subscripts 1 and 2 arewas maintained throughout all DME/methane mixture cases, and
the streams of fuel and air, respectively. 1D simulations we2&3 + 1 SCCM (corresponding to a fuel exit velocity of 0.35 m/s)
performed at a range of fuel compositions from pure DME tdor all DME/ethylene cases, to match the condition of *¢ale
0% DME blended to CHC,H4/N, (Table 3. The simulated sooting ame (Gau et al., 20)7 The experimental conditions

ame cases were set toeed strain rate value of 106,swith a are summarized inTable 2 where the SCCM values were
xed fuel inlet temperature and pressure of 298 K and 1 baralculated based on atmospheric conditions@2and 1 bar). In
respectively. this paper, the DME mixture ratio (ratio of DME in the fuel
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FIGURE 1

Measurement schematic of the two-color pyrometry ( Abu Saleh et al., 2022) (right side of burner) and chemiluminescence (left side of burner)
techniques. Filter 1: 550 nm; Filter 2: 650 nm.

mixture) is introduced as the ratio of DME volumetriow rate to  series of calibration measuments with a standard spectral
the total fuel volumetric ow rates—that is, Qome/  Qrer- irradiance lamp (Newport QTH light source and constant
The fuel mixture ratio (ratio of fuel in the mixture) is dened as power supply unit). The resolution of the two-color
the ratio of the total fuel volumetricow rate to the total measurements was 9.0 pixel/mm. Soot volume fractions and
volumetric ow rate of the central jet, includinb,—that is, soot temperatures were quargd from the ratio and
Quet/ Qet. The ames studied in this work were all transmission coetients of the two ltered radiation images
buoyancy controlled, where the Froude number (Fr) rangedfter processing with the IAT. The current image processing
between 0.461 and 0.499 for the DME/{M, cases and aimed to correct the line-of-sight nature of the two-color
0.26 for DME/GH4/N». pyrometry measurements but suffered the drawback of an
artifact in the centerline due to the IAT algorithm.
Nevertheless, the measurements could provide an indication of
2.3 Experimental setup and data processing  the soot occurrence and provide relative information on the soot
concentration and temperatures among the cases of interest.
Experimentally, the HRR andoot volume fraction were
measured and approximated using CH*, OH* and* C
chemiluminescence imaging and planar two-color soc2.4 Computational uid dynamics
pyrometry, respectively. The schema of the optics setup methodology
shown in Figure 1 The central wavelength of the narrow
bandpass lters used for OH* CH* and £ The computational uid dynamics (CFD) soot modeling
chemiluminescence measurements are 310 nm, 431.5 nm, andestigation was conducted on DMBEK,/N, laminar co-
516.5 nm, respectively, with dlfwidth-half maximum (FWHM) ow ame mixtures. Boundary oditions similar to those
of 10 nm. An intensied CCD camera (Andor iStar CCD 334)used in the experimental study were applied in this
coupled with a UV lens was used as the detector. The resolutionmputational study. A steady-state assumption can be
of the chemiluminescence measuorents was 11.7 pixel/mm, and implemented in this problem because no time dependency is
between 100 and 200 images were taken to obtain an ensembholved. This laminar co-ow diffusion ame numerical
mean image. The inverse Abel transform (IAT) was applied oproblem can be solved using the governing equations in 2D
the mean chemiluminescence images to obtain 2Pylindrical axisymmetric r¢x) coordinates. Hence, the
chemiluminescence results. The same intersigain setting conservation equations of mass (E.and axial and radial
was applied for all cases; vmever, different exposure momentums (Eqs and 3) in cylindrical coordinates can be
durations (16200 ms) were used due to the signal strength. written thus (nsys Fluids, 2091
Two-color soot pyrometry was implemented to measure the
soot concentration and temperature (assuming thermal “w 1 rwv 0 @
equilibrium where soot tengrature approximates the X r r
temperature of surrounding combtion gases). Soot emissions
were ltered through two narrow bandpassters centered at

Axial momentum conservation:

550 nm and 650 nm with a FWHM of 10 nm before being__ v +}_(r Viv) g P, . My M s di
projected onto the ICCD camer&i@ure ). The optical layout X rr X rr rx X X
allows simultaneous acquisitiof the two images, thus reducing &2 - e, VeV L e
measurement uncertainties. The transmission adefts of the 3 x 4 x rox .
detection system at the two welengths were measured via a @)
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The MossBrookes model created and validated for .CH
ames was used for soot modeling in this study. This model

1 = 2 Vi o« Vv . . . .
— U oo V2 S_Fr)+F - T d—r' S2 dr—; solves transport equations, including the soot mass fra¢tfgh
and the normalized radical nuclei concentratiofin,c)
+_ o, W (equationst and 7 respectively) Ansys Fluids, 209)]1thus
x 4 r  x dM
— Ys + VY, Y+ —, 6
2L v u, v to S e ©
3rr 94 r r x 1 dN
— Bt VB S b
(©)] uc uc " uc N o dt (7)

wherev, is the axial velocity component, is the radial velocity

componentx. Is the axin cqordinate,is Fhe radigl C0.0I’diné.ltép Is number density, antil ,om is equal to 18 particles. The source terms
pres§ureFX 1S t_h € gravnguonal force .|n t,hE d',r ection, ,IS the in the above two equations refer to different nucleation soot source
density O.f the uid, and 4 is the dynamic viscosity of theuid. For m(?chanisms"}jM considers that the mechanisms of the soot source are
the specn.as, the trr?msport mgqlel was used to model the transpor_tno cleation, sutrface growth, and oxidation, wheﬁgaenly considers
the C.h emical species and m!xmg. The general form of the Chem'?ﬁ‘e gas phase (gaseous species) as the nucleation soot source and
species transport conservation (Ejjis coagulation. The oxidation model reported bynimore and Jones
(1967) where OH is taken into account as a major contributor to soot
oxidation, is included. More expiation and details about the
Moss-Brookes model can be found in the Ansys Fluent theory
guide @nsys Fluids, 2031 The soot particle formation rate (E&)

whereM is the soot mass concentratidd, is the soot particle

VY, S J+tR+S, 4

wherev is velocity)Y; is the mass fraction of specie&; is the
net rate production of species§ is the rate of creation of species

and J; is the diffusion ux of species The energy (Ecp) is (Ansys is given by
Fluids, 202)L 1
N XpeP ' T o 2RT’
_n dN CNp 2P exp S— SC d,IN2,  (8)
.V Eottp ket TS hJ +8, ©) dt RT T Na
i1 Nucleation Coagulation

where Eyo; is total energykess is thermal conductivity, T is

whereC andC are the model constant for soot inception and
temperatureby is the enthalpy for thé speciesn is the number of

: ) ) ~ the coagulation rate, respectivély, is the Avogadro numbek prec
species, ands, is the volumetric heat source. The govemings the soot precurstemole fractionT is the activation temperature

equations mentioned above were solved using thée rate for soot inception, and, is soot mass density. The source for soot
method in Ansys Fluent 21.1. This package was used due to it$ss concentration (E6) is expressed as follows:
capacity to combine uid dynamics and chemical kinetics while

providing the ability to import kinetic chemical mechanisms and dm XpredP ! T
process chemical kinetic equations. The pressure-based solver was (gt MeC RT exp S?
selected because it provides multiple physical features, including a Nucleation
soot model, and includes both the terms of diffusion and convection X m T M , "
+c Ruf S— (N3 8

at the inlets of the net transport of species. The absolute velocity R P S+ (N . )
formulation was preferred because it is does not rotate in the Surface Growth
domain. The viscous model was selected as laminar because of the

. . . . = XonP vz M
nature of the ame. Simulations were implemented with the Mech_ SCoxidC o RT T N™ — 3

56.54 mechanism. The solution for mass conservation was utilized to
observe the pressureld at every iteration by selecting the coupled
scheme of pressure-velocity coupling. Second-order upwind for the whereC , Cyq, and C are the model constant for the soot
spatial discretization of the momentum, energy, and all species v&asface growth, oxidation rate scaling parameter, and oxidation,
used because its results are more accurate. respectivelyM p is the mass of an incipient soot partickegsis the

The geometry of the system used here had a similar concept to thele fraction of surface growth specids, is the activation
Yale co-ow burner Gau et al., 20)7The simulation was implemented temperature for surface growth, ang,, is the collision efciency.
in a 2D axisymmetric space; a schematic of theao-diffusion ame In this study, the formation of soot was solved and described
geometry along with the setup of the walls is showRiiure 2 The  through the two transport equations shown abovgHd £and GH,4
centerline of the geometry is a symmetry axis, and hence only half of there only considered as the soot precursors for investigating soot
geometry was built. The port where fuel was inserted (next to the axesaimation. As the default parameters of the Md&®okes soot
symmetry) was set as a fuel inlet with a velocity of 0.35 m/s (normal ileodel were originally idented to predict soot production in CH
the boundary) and at ambient temperature. The remaining space neximbustion Brookes and Moss, 199%en et al., 2003 they
to the fuel inlet was set as an air cow inlet with a velocity and required adjustment to enhance the soot predictions of current
temperature similar to the fuel inlet. The wall was set to be stationafygels and to replicate the current experimentadiings Cang et al.,
with no slip shear condition andux. The exit of the geometry was seta201Z Jia Chiet Choo et al., 202X he activation energyEfc) is a
a pressure outlet condition. parameter that is most commonly changed in most modeling work

Oxidation
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FIGURE 2
Schematic of co- ow diffusion ame geometry along with boundary conditions setup of walls.

that includes reactions. This is because the activation energy is

simply de ned as the least energy needed for a reaction to occur. A .
Therefore, it is important that the activation energy is calibrated. Ta3T, > Increasing T
The Eaciy can be expressed in terms of the activation temperature 6300;3100  16000;3100 21100 ;3100
(Ta) thus
E i
Ta o (19 6300|7600 160007600 21100 {7600

whereR is the ideal gas constant. The MeBsookes s00t  y,creasing T,
model in Ansys Fluent permits changing the default parameters Y 6300:{12100 16000;{12100 21100 512100
of the activation temperature for soot inceptidn { and surface B
growth (T ). Therefore, these two quantities were chosen for > Increasing Cy

CqsCy

calibration as they have a direct relationship to the activation 54+ 6000 5000 ; 6000 10000 : 6000

energy. The default values fér and T in the MossBrookes
model are 21,100K and 12,100 K, respectively. The 12,100 k
value was initially determined byandsburger et al. (1984)
According to the existing litature, a wide range of values
have been used for botih and T . Nevertheless, all the
literature showed that is always greater thah . Pang et al.
(2012) conducted a parametric study of both activation
temperatures as part of their modeling work on the FGure3

production of soot from the combustion of diesel fuel. They Testmatrix for (A)calibrating the activation temperatures ( Pang

found that the best results were wh&n and T are equal to Ztroﬂl't‘hzfjlg;C(Ei)efﬂ'ﬁgit'gggrfzrg‘;ezs)_Of sootinception and surface

16,000 Kand 7,600 K, respectivélyung et al. (199 proposed a

reaction model for soot production in laminar diffusioames.

They found that the activation temperature of 21,100 K is the best

approximation for describing therst stage of the soot inception, was built to calibrate the eation temperaturesHigure 3A.
whereas, forT , they determined that the 12,100 K valueThe values included in the test matrix are based on those
adequately characterized the temperature dependency of theggested in previous studies. Hor the lowest value was set
surface growth phas@ang et al. (2014investigated the soot to 6,300 K and the highestto 21,100 K, wheread fathe lowest
production in an n-heptane sprayame with similar activation value was set to 3,100 K and the highest to 12,18bd¢h as
temperature values used byeung et al. (1991) The recommended by the modelin ArsiFluent. The test matrix used
computational study byKong et al. (2007)on diesel forcalibrating the activain temperatures is shown Figure 3A
combustion used a value of 6,300 K for, which this is lower Another two important default parameters in the Me3sokes
than that used in the Mos8rookes model. Only a few shock tubesoot model that need calibration because of their crucial roles in soot
researchers on hydrocarbon blends have suggéstedhlues generation are the rates of soot inceptiGn)(and soot surface growth
between 15,000 K and 25,000 Ke(ng et al., 1991 1In this (C) (Leung et al., 199Bolla et al., 2033ang et al., 2015ia Chiet
work, a parametric study of th& and T values was Choo et al., 2092The default values f@ andC suggested in the
performed to determine their impact on the soot productionMoss-Brookes model are 54 and 11,700, respectively. Many studies
of the tested fuels, as well as to select the most appropriate valhage used a value of 10,000@or(Bolla et al., 205 ®Pang et al., 2015

for this study. The parametrigtudy conducted was based on theChishty et al., 20)3whereas more variation in tti@ value has been
approach proposed byang et al. (2014h which a test matrix observed in previous studidgdEnally et al., 199®olla et al., 2013

54511700 5000 ;{11700 10000 ;|11700

Increasing C, +

54572000 5000 ;/72000 10000 § 72000
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subsection. The pathway analysis was used to identify the main
pathways that contribute to the formation of the stisdpoot
N eroied precursors, gH, and GHa. The direct and IAT images of OH*,
- CH*, and G* chemiluminescence results of all mixtures are then
presented and discussed in each subsection. Directimages were used
to discuss the appearance ames in terms of shape and color as an
indication of soot formation, whereas HRR and soot concentrations
were approximated through IAT chemiluminescence images.

The following subsections start by discussing the impact of DME
2 addition to the methaneSection 3, followed by a comparison with

/ (~B=CH; (Current simulations) results of N addition to methane or DMESection 33 with equal
(=)= C,H, (Yoon et al. [4]) 2 L. . -,
14 & =B~ C,H, (Current simulations) power output conditionsection 3)} and of the DME addition to
- mE EO=Csf, (Yoonetal. ) r ethylene case$¢ction 3)5on HRR and soot emissiorSection 3.5
T T T T 0 further evaluates the correlations between OH*CH* ratios and
1000 1200 1400 1600 1800 2000 equivalence ratios from the numerical results of DME added tp CH
and GH, ames in the non-premixed coguration. The feasibility of
FIGURE 4 partially applying the correlatioto the experimental results of DME/
1D counter ow ame Cosilab current simulation and results of C,H,; ames to obtain local equivalerredio information is discussed.
Yoon et al. (2008) for C,H, and CsH; mole fractions against Section 3. presents the soot volume fraction results of two DMB/C
temperature of pure C ,H, fuel. |
ames from the two-color measurements. The last subsectign (
discusses the outcomes of the CFD study.

C,H, Mole Fraction (X10?)
w
1

C,;H, Mole Fraction (X10°)

Temperature (K)

Chishty et al., 20)8ranging from 6,000 to 72,000. Therefore, another

parametric study of th€ andC values was conducted based on thé3.1 C,H, modeling validation

approach proposed biya Chiet Choo et al. (204a)which a test matrix

was built to calibrate the rates of soot inception and surface growth. The Mech_56.54 mechanism had already been validated for
Their approach was based on the ealyproposed in previous studies.DME, CH,, and their mixtures bjaurke et al. (2019)sing their data
The test matrix used for calibrating the rates of soot inception arehd previous literature data. In this section, the Mech_
surface growth is shown frigure 3BForC , the lowest value was setto 56.54 mechanism was more validated in a 1D counter

54 (as proposed by the model in Ansys Fluent) and the highest diffusion GH, ames with the available results ofHz in Yoon
10,000, whereas, f@r, the lowest value was 6,000 and the highestwas al. (2008) Figure 4 shows the comparison of the current
72,000. The intermediate value of 11,700Gorwas also used as simulation with Yoon et al. (2008yesults for GH, and GH;
recommended by themsys Fluent model. mole fractions of pure &, fuel. As seen irFigure 4 the GH;

A high-quality structured mesh was constructed for the domaimole fraction of both results increased monotonically with
to calculate solutions of SVF, temperature, and OH*. A quadrilater@mperature increase, whereas the comparison of this @ole
(four-sided cell) 2D cell shape was used due its suitability for teaction shows both prdes peaking at approximately 1500 K.
current computation domain (structured grid). A total number ofOverall, the current simulation results agreed well with the
36,000 quadrilateral cells were generated to provide high qualdutputs ofYoon et al. (2008)
results. A ne mesh was generated near the fuel inlet and the
axisymmetric wall which gets coarser moving toward the wall
and outlet due to the small gradients in the laminar diffusior3.2 DME/methane mixtures

ame in these areas. A mesh independence study was performed
that compared the temperature pite along the centerline between3.2.1 DME/CH, mixture species pro les
the chosen mesh (36,000 cells) and four different meshes containing The results for DME/CH ames (F&F5) are plotted against the
9,000, 81,000, 110,250, and 144,000 cells. The temperatlesjofo mixture fractions inFigures 5AC. The stoichiometric mixture
32% GH,4 and 68% N ame mixture were compared with the fraction (_stoic) values are 0.054, 0.069, 0.081, 0.090, and
experimental and computational outputs of McEnally et al0.098 for F1 (pure methane), F2, F3, F4, and F5 (pure DME),
McEnally et al. (1998at different heights above the burner baseespectivelyFigure 5Acompares the normalized peak values of
to evaluate the precision of the present new computational laminaame temperature, HRR, GHC;H 3, CH*, OH*, OH, CH, and GH»
diffusion ame model. A qualitative comparison between the OHtnole fractions produced from the different conditions of DME/CH
signal obtained from the experimental work and the OH* from themixtures. The normalizations were achieved by referencing the peak
model for F13 case was also performed. values of the baseline case (which is pure meth&idefor the cases
with methane, pure DMEF5 for the DME/N cases, and F12 for
the DME/GH, cases). The species mole fraction peak values for the
3 Results and discussion baseline cases are summarizedimle 3 It is apparent that, with
increasing DME mixture ratio, , the peak values ofame

The main species prtes and peak values obtained from thetemperature (T), and OH increase gradually, whereas HRR, CH*,

numerical simulations are presentadt and then discussed in each OH*, and CH mole fractions decrease. The peak temperature of
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FIGURE 5

1D counter ow ame Cosilab simulation results from various DME/CH4 mixtures (F1 —F5):(A) normalized peak values of key species, T, and HRR;(B)

pro lesof HRR, CH*, and OH* in the mixture fraction zone, referenced with stoichiometric values;  (C)comparison of C ,H,, C3Hz, and CHz pro les for the
ve cases.

TABLE 3 Species mole fraction peak values for baseline F1, F5, and F12 cases

HRR (E)
F1 1857.85 2.8E-09 2.75E-11 3.598 5.3E-04 6.88E-04 7.6E-03 9E-03 3E-6
F5 1904.68 5.7E-10 ‘ 1E-11 2.398 ‘ 3.7E-04 4.56E—+4 5.9E-03 9E-03 6.8E-6
F12 ‘ 1986.74 3.0E-09 ‘ 4.99E-11 2.758 ‘ 2.91E-04 1.32E+03 3.4E-02 6E-03 5.0E-06

DME is higher than metharneby approximately 47 K. It also showsas DME mixing ratio increases, both mole fraction fge start
that DME addition to methane reduces g&ihd soot precursors in increasing further from the stoimetric line. A very clear overlap
the mixture, as indicated by the drop okHz and GH, mole of CH* and OH* proles with the rich side of the HRR prie is
fractions Figure 5A. apparent, corrming the validity of using OH* and CH*
CH*, OH*, and HRR peak values are lowest in pure DMEL(es chemiluminescence as markers for HRR regions in the rich side.
5A, B). Both OH* and CH* mole fraction prdes start increasing in the The results of soot precursor behavior are showrignires 5A
rich side of the stoichiomet line in all cases shown frigure 5Band, and C Contrary to the ndings for the DME addition to ethylene in
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FIGURE 6
Dominant decomposition pathways of F1 (top) and F2 (bottom) cases. Values alongside arrows specify percentage of contribution.

Yoon et al. (2008no increase in the peak values with little additionincreases, which likely indicates less soot precursors reaching the
of DME (25%) to methane is observed in the numerical resultsame sheet.

(Figure 5A for CsHsz and GHo. Nevertheless, the integratesHo From the pathway analysis showrrimure 6the soot reduction
pro le (Figure 5@ increase could indicate higher sootwhen adding DME tothe methan@ame is related to the decrease of
concentration. GH, is shown to be present only in the fuel-rich the net concentration of Cilwhich further leads to the decrease in
side for all cases shownfigure 5Cin which it starts increasing at the net production of gH, and GHas. In the case of pure methane
approximately =0.1 and is highest at0.11 for the pure methane (Figure §F1), formation pathways show thatff, is mostly formed
case and at=0.19 for the pure DME case; thereafter, it startérom C,H, and GHzis formed mainly from GHs. Multiple species,
decreasing again to zero. Figure 5C CH, and GHsz mole including CH;, C,Hg, CsHg, and IGH-, contribute to forming GHs
fraction pro les start increasing further from the stoichiometricin the case of pure methane, whereas, in the mixed €aser¢ 6
line (at a larger mixture fraction value) as the DME mixing ratid=2), although the species contributing to formingdgare similar to
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FIGURE 7
CH*, OH*, and C ,* chemiluminescence, and direct image results of DME/CH 4 mixtures: ame structure and prediction of soot and HRR. (F1) =0,
(F2) =0.25, (F3) =0.50, (F4) =0.75, and (F5) = 1.

the pure methane case, the percentages of their contributionssoot emissions from the direct image) increases when DME is
C.,Hs are reduced, causing a decrease igHLand GHs introduced into the fuel stream. Theame becomes longer so

mole fractions. that enough oxygen can reach the center axis of tmme and
burn all of the fuel, since DME takes more oxygen to burn
3.2.2 Chemiluminescence and direct images stoichiometrically than methaneR(per, 1977 OH* and CH*

The results for DME/Cl-air ames (FAF5) are shown in |IAT images mostly show intensities at a thin layer located
Figure 8 The direct images clearly demonstrate an axisymmetrizetween the central jet and the cow air stream (reaction
and stable ame for all conditions. The soot radiation intensity in thezone), conrming the validity of using OH* and CH*
direct images signes the relative soot concentration in tremes. chemiluminescence as a HRR marker in non-premixacdes.

It is clearly visible from the direct imageshingure 7that, as the The OH* emission intensityH(gure ) shows a gradual decrease
amount of DME increases in the mixture (F5 is purely DME), thén intensity—a decrease in HRR for< 0.50 and a rapid decrease for
intensity of soot radiation apparent in theme becomes weaker, > 0.50. CH* chemiluminescence images representing HRR are,
indicating reduced soot concentratieassuming the changes in however, prone to contamination by soot radiation in the laminar
ame temperatures are small. Nevertheless, the soot radiatdiffusion DME/CH—air ames investigated. Since HRR can be
appearance in F2 (= 0.25) is stronger (more soot) than in Flrepresented by both CH* and OH* chemiluminescence images,
( = 0) and then starts to decrease as the DME mixture ratithe blue-colored signal shown at thame tips in CH* images
increases beyond= 0.25 in the fuel stream. (marked by the yellow squarefigure J mostly indicates soot. This

In Figure 7itis apparent that theame height (measured in this can be veried by comparing CH* and £ images, since £ is

study as the axial distance from the fuel exit to the visible tip of thmostly a result of soot radiative emission and does not represent the
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heat release rate for the DME/GHiir ames under study. £ 3.3 DME/N, mixture and CH 4/N, mixture
chemiluminescence images show an increased soot signal when a

small amount of DME of 25% (F2) is added to pure methane; N, was introduced to the fuel mixture to maintain the power
subsequently, the soot decreased as more DME was added. Notedhigput at various DME mixing ratios, the results of which will be
the soot signal is a combined effect of soot concentration and s@#town inSection 3.4In this section, the effects of adding onlytN
temperature, according to Plangkaw. The increased soot signalthe methane or DME ames are investigated and the results shown
observed at 25% DME addition indicated by @oes not conict  below. This will help clarify the soot emission behavior in the
with Yoon et al. (2008where reduced soot concentration was founadonstant power output section discussed later in the paper.

with DME addition compared to pure methaneame. The

measurement of soot concentrations by two-color pyrometry @&.3.1 DME/N, and CH4/N , mixtures species pro les

the FHFF4 ame is discussed further iection 3.7 Flame temperature, OH, CH, OH*, CH*, HRR, ¢GH:H3,

The soot signal in some of the CH* chemiluminescence imagaad GH, peak value proles for CH/N, mixtures normalized by
potentially still exists with DME addedames. However, it is still the peak values of the F1 caskalfle J are displayed in
important to study the characteristics of CH* as it potentiallyj-igure 8A Figure 8Ashows that the addition of Nto CH,4
provides an alternative endoscopic in-cylinder measurement fommes resulted in reducing the HRR, T, OH, CH, OH*, and CH*
HRR and soot when UV-based OH* measurements are not feasipleak values. OH* intensity was also investigated experimentally
due to optical transmission limitation. In addition, both OH* andin counter ow (CF) CH/N, ames to validate our 1D numerical
CH* measurements could provide equivalence ratio information (t@sults. The results of CRames conrm that the addition of N
be discussed iiection 3.)j thus, the CH* measurement is useful forto CH, reduced the OH* values-(gure 8A. Furthermore, CH,
interpreting ame structures and for CFD comparisons. C3H3, and GH» mole fractions are shown to decrease with the
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FIGURE 9

CH*, OH*, and C ,* chemiluminescence, and direct image results of DME/N , mixtures (F5—-F8) and CH4/N , mixture (F1 and F9-F10): ame structure
and observation of soot and HRR. From left: (F5) =1, (F6) =0.75, (F7) =0.50, (F8) =0.25, (F1) =1, (F9) =0.75, and (F10) =0.50.

increase in the Bimixture ratio, indicating less formation of PAH mixture ratio of N> increases, agreeing with the soot appearance in
and, hence, soot. the experimental € and CH* chemiluminescence results
Adding N, (75% of fuel stream) resulted in shifting the OH and(Figure 9. Furthermore, N addition also shifts species ptes
HRR pro les more into the lean region and causingdgto start and the _stoic lines toward a higher mixture faction value, with the
forming ontheleanside ( 0.21,y 0.26) Figure 8B. Thiscould  _stoic values at 0.098, 0.115, 0.149, and 0.235 for F5, F6, F7, and
be caused by the thermophysical characteristics of the mixture beig respectively.
in uenced by the blheat capacity; hence, alterations in the chemical
kinetics occurredqozubkova et al., 20).2 3.3.2 Chemiluminescence and direct images
The behavior of species piles in DME/N, mixtures are quite Direct and IAT images of OH* CH* and ,C
similar to those in CH/N, mixtures, as shown iRigure 8GCwhich  chemiluminescence for DMEANmixtures (F5 to F8) are shown
shows that the addition of Ninto DME ame resulted in a in Figure 9 The direct images, as well as isf @d CH*, indicate a
signi cant decrease in the peak value for most species (t¢,, C clear drop in the intensity of soot radiation as the percentage of the
CsHs, OH, CH, and OH*) and a gradual decrease insCHRR, dilution (N,) increases in the fuel stream. With 75% &tdition
CH*, and T. The result of OH* for the 0.75,Kixture ratio is not (F8), there is no soot visible in the direct image, and the OH*, CH*,
shown inFigure 8Cbhecause the simulation model did not predictand G* images overlap well with each other at this condition. The
the OH* well. The counteow diffusion ames of DME/M-air  total intensities of OH* chemiluminescence images are shown to
were not available in the current work for comparison with thénave decreased as morgidladded to the mixture (F6, F7, and F8).
simulated results. The unexpected OH* behavior for the 05 Nhis agrees with the power outputs indicatedlable 2
mixture ratio case suggests more investigation into the mechanism s Like the DME/N, mixtures, ame height is found to reduce as
neededFigure 8Cshows that GH, decreases in the mixture as themore N, is added to CH, as shown in the directimageshimure 11
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FIGURE 10
Flame structure, and prediction of soot and HRR of the equal power output of DME/CH  4/N, mixture. (A) Direct image, CH*, OH*, and C2*

chemiluminescence, (F1) =1, (F14) =0.85, (F15) =0.75, (F16) =0.70, and (F17) =0.60. (B) Simulation results—normalized peak values; (C) pro les of
main species, case F14.

(F1, F9, and F10). The addition of, s a diluent signicantly correlated with the HRR. Apart from the peak values, species

decreases the power output of the mixtufelfle 3. In CH/N>  pro les and the integral areas are similaigure 10Cshows an

mixtures (F9 and F10), the OH* chemiluminescence indicates thexample for the relative position of the investigated species (F14). As

HRR is not substantially affected by adding, \vhereas soot more DME and N are introduced, more species ples are shifted

emission drastically decreased when addingd\60%, as shown toward the lean side of the stoichiometric line toic is 0.054,

in the G* chemiluminescence images (F10)igure 9 0.082, 0.103, 0.120, and 0.133 for F1-F14, respectively). The
individual pro les and simulation dataset are available in the
Supplementary Material

3.4 Constant power output

DME/methane mixture tests were repeated with a consta@d.5 DME/C,H4/N > mixtures
power output of 0.195 kW (identical with the pure methane case
in F1) and a xed volumetric ow rate of 356.6 SCCM forames This subsection discusses the results for the two equal power
F14 to F17able J by adding nitrogen Bas a diluentigure 10A  cases (F12 and F13; foow conditions, refer tdable 3 of DME/
shows the direct and IAT images of OH*, CH* and*C C,H4/N,. The direct images show a slight increaseame height
chemiluminescence results. As with the previous cases abovben DME is added to the #4/N, mixture (F12) due to an
OH* chemiluminescence was mostly located at the edges of tinerease in the mixtufe molar mass Kigure 11). Like the
ame potential core region (near the nozzle exit), and then graduaME/CH, mixtures, the OH* chemiluminescence indicated a
started stretching toward edge of theme center region as DME decrease in HRR when DME is added (F13) to thel N,
and N, mixture ratios increased. CH* and’Gchemiluminescence mixture. Furthermore, CH* and £ chemiluminescence images
images clearly show reduced soot signal as DME agnichikture  show a soot signal lower in F13 than in F12, indicating that DME
ratios increase. addition (at 50%) to ethylene reduces the soot concentration, in
Numerically, the trend of the normalized peak values (by Fhgreement witfvoon et al. (200§).iu et al. (2011,)Sirignano et al.
Table J for the equal power output casésqure 10Bare similarto  (2014) andChoi et al. (2015)
the DME/CH, ames (F4F5,Figure 5A. A reduction is seen in the Numerical results of the DME/E 4/N, mixtures are shown
speciespeak concentrations, apart from OH and temperaturein Figures 13BE at various DME mixture ratios €0, 0.25, 0.5,
which remain unchanged. The OH* and CH* are positively.75, and 1) with constant fuel mixture ratio£ 0.6). Itis clearly
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FIGURE 11

DME/C,H4/N > mixture (A)directimage and chemiluminescence images, and 1D counter ow simulation results: (B)normalized peak values of major
species, T and HRR, species pro les from (C) =0 (F12),(D) =0.25, and (E) = 0.50 (F13).

noticed in Figure 11Bthat most of the species peak values3.6 Chemiluminescence ratios and
decrease as more DME is introduced, except fgiCwhich equivalence ratios
increased with 25% DME addition and then decreased as
increased. The peak mole fractions of OH*FHyure 11Aare This section discusses the correlation between the OH* and CH*
positively correlated with theame HRR similar to the equal chemiluminescence ratios and the equivalence rajiovhich was
power output results shown irrigure 10B Figures 11E€E  investigated in the non-premixedames of methane and ethylene
illustrate the ame temperature, OH, CH, OH*, CH* HRR,with DME addition. The results were compared with the
CHs, C3H3, and GH, mole fraction proles of DME/GH, chemiluminescence measurement to investigate their suitability as
with N, mixtures. As increased percentage of DME igquivalence ratios marker via the OH* and CH* chemiluminescence
introduced into the ethylene fuel stream, the areas under thatio measurements in non-premixe@mes. It was found from
C,H, and GHj3 pro les decrease. Additionally, the €ideak simulations that the OH*/CH* ratios only peak once agairistthe
mole fraction increases as the BEMnixture ratio increases. The cases with DME absent in the mixture. However, in most cases in
role of CH; in the formation of GH, and GH3is discussed in the this work with DME present, a second peak forms at an equivalence
pathway analysis=(gure 1). ratio of approximately-612 (Figure 13A. This makes it difcult to

The pathway analysis shown kigure 12illustrates that the use the OH*/CH* ratio to correlate for the DME cases because it
combustion of GH,4 initially generates mostly S&pecies, such as does not perform an ideal monotonic function ofThe addition of
C.Hs, CHs, and GH,. Therefore, it is likely that the GHntensity DME may result in the extra involvement of oxygen atoms in the h +
is low in a pure GH; ame, whereas the dissociation of DMEo + m = m + oh* reaction. The contribution of an O atom to OH* in
produces CHin the Mech_56.54 mechanism via the {CH, = this reaction is 16.4%, 22.1%, 27.1%, and 35.2% for F1, F2, F3, and
CHs + CH,0 reaction (R805). Consequently, the concentration df5, respectively. It is still unknown whether strain rates affect the
CHsincreases with the addition of DMEigures 1314), and hence OH*/CH* ratios in non-premixed ames. It would be interesting to
the net formation of GHz initially increases through reactiongi; ~ numerically investigate other chemiluminescence spectral band
+ CHz = C3H4-P + H and GH4-P = GHs + H, and reduces at high ratios such as CH*/£ to correlate . However, this will be
DME mixture ratios due to limited &,. A reduced GH, net dif cult to conduct experimentally due to the high soot radiation
concentration is obtained due to the reduced amount#f{and in non-premixed ames which could affect the measurement of
the additional reaction with Ckito form CzHs. CH*/C,* ratios.
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FIGURE 12
Dominant decomposition pathways of F12 and F13 cases. Values alongside arrows specify percentage of contribution. Red value colored and
dashed arrow indicate reverse contribution.

Although OH*/CH* alone is not feasible for correlatingh non-  (Figure 14Band the line proles of the ratios and the OH* (a.u.) at
premixed ames with DME, a combined approach utilizing OH*several locations above the burner exit. A single peak for OH* at low
behaviors together with the ratios could be useful. In all simulatidmeight (8 mm) is obtained overall in both cases, agreeing with the
results, only a single peak in the OH* pl®has been shown for each numerical results; however, at greater heights (i.e. 40 mm for F13), an
case that aligns closely to the stoichiometric line, suggesting tlaalditional second peak for OH* is observed. The formation of a second
mapping numerical to experimental results for OH*/CH* ratiogpeak could be attributed to the existence of a second reaction zone at
conditional to the OH* proles could provide useful information greater heights in theame. At a low height (8 mm in F13), OH* and
on values. To take the DMEM 4N, case F13 as an example,OH*/CH* ratio pro les show an opposite trend (i.e., at a radius of
Figure 13Bshows that OH* and OH*/CH* ratio prdes have an approximately 45 mm, where it shows an increase in OH*, and a
opposite trend (circled) at near=1.2 where the OH* single peak is decrease in OH*/CH* ratio as approawthe centerline), in agreement
located (F13). If the chemiluminescence experimental results for OWith numerical results. This suggests that, at a radial position of
and OH*/CH* follow a trend similar to the simulation results, then aapproximately 4 mm in F13, is equal to 1.2, in accordance with
limited range of can be mapped from the numerical results. Figure 14BIn Figure 11QF12 case), the peak of OH* is aligned with

Figures 14A, Bhow the experimentally obtained OH*/CH* and the stoichiometric line, and, when DME is added to the mixture in
OH*/C,* ratios images (in log values) of FRg(re 14A and F13 Figure 11KF13 case), the position of OH* shifted toward the rich side
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FIGURE 13
1D simulations of (A) OH*/CH* chemiluminescence ratios vs. equivalence ratio and (B) normalized values of OH* and OH*/CH* for F13 case.

of the stoichiometric line and the OH* signal almost cut off at the The drawback of the two-color soot pyrometry measurement is
stoichiometric line (corresponding to a radial position of 5mm infrom the line-of-the-sight nature of the technique, which creates
F13—Figure 14K This provides limited mapping for the arti cial errors using the inverse Abel transform to obtain the 2D
measurements in the lower heights of the non-premixed DMibformation. However, this technique provides a low-cost
ames from the combined OH* and OH*/CH* ratio images. measurement of soot temperature and concentration, which allows
an integrated approach for studying theme structure along with the
chemiluminescence measurements of OH*, CH*, asfd C
3.7 The planar two-color soot pyrometry Table 4displays the planar two-color results of relative spatial
measurement soot volume fraction against DME volume fraction for the F1 to
F4 cases. The planar two-color results of DME/QHixtures
The planar two-color soot pyrometry technique was used t(-1-F4) indicate a decrease in soot volume fraction when the
study and validate the prediction of sobtgure 15clearly shows DME in fuel mixture volume increases, agreeing with both
that the intensity of soot is lower in F1350.5) than in F12 (=0), chemiluminescence and 1D simulation results show#eintion 3.2
indicating that the addition of DME to an ethylename reduces net The agreement found between the soot concentration
soot formation. The mean soot volume fraction in F12 and F13 ameasurements by two-color pyrometry and the mole fraction
0.22 ppm and 0.09 ppm, respectively. trends of the soot precursors predicted by the numerical
Figure 15illustrates that the mean soot temperature is slightlgimulation conrms the validity of the Mech_56.54 mechanism
increased for F13, where the temperatures in F12 and F13 are 1867 ihe GH, and GH3 as markers and precursors for soot models.
and 1969 K, respectively. At thame front, where the temperature
peak roughly is located, there should not be much soot, and it should
be oxidized when passing theme front. There is no signal 3.8 Computational uid dynamics
displayed outside theame front in both cases iRigure 1% thus,
the ame temperatures in these regions were not investigated. The A sensitivity analysis was performed on a case with similar
values of peak temperature obtained by two-color soot pyrometbpundary conditions as the other cases (F12 and F13) shown in
are lower than the peak of the temperature pes obtained by 1D Table 2but with a fuel mixture inlet of 32% 4, and 68% N to
simulations. This is as expected, due to the locations of samin rm the grids independence. Thisme mixture was computed for
formation and the radiation heat loss in the experiments. validation purposes. In the beginning, the model contained
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FIGURE 14
(A) OH*, OH*/CH*, and OH*/C ,* ratios of experimental results in F12 at axial locations of 8, 12, 20, 32, and 40 mm above burner. (B)OH*, OH*/CH*,
and OH*/C ,* ratios of experimental results in F13 at axial locations of 8, 12, 20, 32, and 40 mm above burner.
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FIGURE 15

Planar two-color soot pyrometry results of (A) F12 and (B) F13.
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FIGURE 17
Comparison between current model results and results of McEnally et al.

McEnally et al. (1998) temperature for pro les at various axial heights.

co- ow burner Gau et al., 20)Y. The comparison was carried out
at axial heights of 5 mm and 25 mm. The temperature computatio
of the current model and thermocouple measuremehitsenally
et al., 199Bagree very well at bothame heights. At 5 mm axial
height, the peak temperature of the current model is higher B
approximately 2.7% than the thermocouple peak temperature
McEnally et al.McEnally et al. (1998)This is lower than the
percentage difference between the thermocouple
computational peak temperatures of McEnally et tEnally
et al. (1998)in which their computed peak temperature is highe
by approximately 3.3% than their thermocouple peak temperatu
At 25 mm axial height, the temperature pie of the current model
is a little higher than that obtained by the thermocoupletnally

et al., 1995 where the percentage difference between pe
temperatures is approximately 5%. However, the current mod
temperature prole follows a similar trend to the thermocouple at|
25 mm axial height.

A qualitative comparison of the OH* signal obtained from thg
experimental work and the OH* from the model for the F13 case
shown in Figure 18 The OH* model results agree well with the
experimental results. Both offer similar signal distribution at th
reaction zone. The signal shown along the centerline of dnee
in the experimental image is a noise resulting from the IAT
processing. The computational result also agrees with t
experimental result regarding height, where both images showe
height of approximately 50 mm for the OH* signal. However, th
intensities of the computed OH* do not closely match thg
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Qualitative comparison between experimental and
computational results on the OH* signal.

experimental results near the burner because this case conte
soot (igure 1). It is thus highly likely that the distribution of

OH* intensity observed experimentally was affected by the
ranges of these values are recommended in the literature (see
A parametric study was conducted to determine the typiceabection 2.)i Therefore, based on the values in different studies
(Vishwanathan and Reitz, 201Bolla et al., 2013Pang et al.,
modeling. The default values recommended by Ansys Fluenat15 Chishty et al., 20%8Jia Chiet Choo et al., 20R2a test

are 54 and 11,700 fa€ and C, respectively. However, wide matrix was built for conducting the parametric study of the soot

presence of soot and PAH.

values ofC and C for the GH4/N, (F12 case) ame soot
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FIGURE 19

Impact of C and C values on SVF of the C;H,4/N, (F12 case)
ame. The format of the legend label is “C ; C , x

magni cation factor. ”

inception and surface growth &x; the test matrix is shown in
Figure 4 The activation temperatures of soot inception and
surface growth rate initially remained unchanged
(T =16,000K;T =12,100K) to study the impact && and
C values on SVF. It was observed fremure 1%hat increasing
any or both values@ andC ) increases the peak soot volume rcuRre 20
fraction. However, the soot sade growth rate increase has @ Impactof T and T values on SVF of(A) C;H4/N  (F12 case) ame;
bigger impact on peak SVF than the soot inception rate. The (B)DME/CH4/N, (F13 case) ame. The format of legend label is T ;
highest SVF of the ££4/N, ame mixture was obtained with T x magni cafion or reduction factor.
values of 10,000 and 72,000 f6r and C, respectively. This
agrees withlia Chiet Choo et al. (2024vhose highest SVF for
n-dodecane ame obtained the same values @randC . The values of 10,000 and 72,000, respectively. This case produced the
LIl experimental results ofibu Saleh et al. (20238howed that closest estimate to the peak SVF experimental results of the
the peak SVF of the F12 and F18mes along the centerline wasF12 ame shown in Abu Saleh et al. (2022)Therefore,
approximately 0.6 ppm (across different acquisition delay timgmrameters o  10,000,C  72,000,T 21,100, andr
up to 500ns). Values of 10,000 and 72,000 @Gorand C, 12,100 are considered typical for the FB2ne and the boundary
respectively, provided the closest peak SVF to theonditions in this study.
experimental results. Theogk, it was decided to use the  The two parametric studies were repeated for the FdiBe
10,000 and 72,000 values & and C, respectively, to condition (30% DME, 30% £, and 40% &Y. For C and C,
perform a further parametric study oh and T to determine values of 10,000 and 72,000 were used respectively as providing a peak
the typical values. The default values@randC suggested by SVF within the same order of magnitude as SVF values shotinin
Fluent signi cantly underestimate the peak S\Viiqure 19. Saleh et al. (202ZThe results of the parametric study on differ&ént

The impact of theT andT values on the SVF of the,84/N, andT values for the F13ame are shown iRigure 20B8The impact of
(F12 case)ame was then investigated with the use of@dC and increasing or decreasing tiie andT on the SVF of the F13ame is
C of 10,000 and 72,000. The results of the parametric study similar to the observations noticed on the SVF of the Fate
differentT andT values are presentediimgure 20AThe increase (Figure 20k However, for the F13ame, T and T values of
of any or both valuesT( and T ) was found to decrease the SVF.6300 K and 12,100 K, respectively, produce the closest peak SVF to
The impact ofT is higher than the impact af on SVF. Cases with the experimental results 6bu Saleh et al. (2022The calculated peak
low T values (3100 K and 7600 K) and Idw values (6300 K) SVF of F12 and F13 are 0.293 ppm and 0.258 ppm, respectively,
produced a very high and unexpected SVF. Therefore, these caglesreas the experimental peak SVFA0fI Saleh et al. (202%or
did not reasonably predict the SVF of theHZ/N, (F12 case)ame. F12 and F13is 0.625 ppm and 0.609 ppm, respectively. Experimentally,
Cases witlT andT values of 16,000; 12,100 (T ) and 21,100; the peak SVF of the F12me was higher than the F18me by 2.56%
12,100 T ; T ) produced a better estimate of SVF than the othefAbu Saleh et al., 20y however, computationally, the peak SVF of the
cases. The case with and T values of 16,000 and 12,100,F12 ame is higher than the F1&me by approximately 11%. In the
respectively, is the same shown kigure 17with C and C current computational study, only ;8. was utilized as a main
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precursor of soeta probable reason for the less-than-anticipated as more DME and biwere simultaneously added to methane and
prediction of the SVF. Therefore, it is essential to incluglds@n ethylene ames. However, the integrated area of investigated
the chemical mechanism when conducting soot modeling using the species prdes remained unaffected.

Moss-Brooks model to accurately replicate the experimental study; ttss In the DME cases, the OH*/CH* ratio does not perform an ideal
can be considered in future work. However, this study has found the monotonic function of equivalence ratio.

typical values of th€ , T ,C ,andC parameters for both the F12 and 6. Mapping numerical to experimental results for OH*/CH* ratios
F13 ames, which can be used in the future along with the inclusion of conditional to the OH* proles could provide useful information
CeHe as a soot precursor. on equivalence ratio values.

The results of ames with DME addition suggests that soot
4 Conclusion oxidization is critical to soot emissions in the practical application
of DME-hydrocarbon combustion. This also agrees with tiging

This study investigated the validity of using chemiluminescence aidthe IC engine application where, although the addition of toluene
their pairs as markers fomme heat release zone and equivalence ratinocreases PAH formation, the improved mixing effect results in
measurements in DME diffusionames. In addition, it sought to overall soot reductionfrookes and Moss, 199The current work
understand the characteristics of soot emissions amde HRR on discussed the performance of the detailed mechanism (Mech_
DME mixtures with methane and ethylene fuels in a oo+ non- 56.54) on the predictions of ame chemiluminescence, heat
premixed ame conguration. CH*, OH*, and € chemiluminescence release rate, major species distribution, and soot formations.
measurements were obtained experimentally for various DME mixifgiture work to embed the detailed mechanism to the CFD and
ratios, and their correlations thié HRR and soot emissions studied.engine simulations would be bermgal and will provide additional
Investigations were further impteented on 1D simulations with the analysis on soot oxidization, particle growth, and, eventually, net
Mech_56.54 mechanism in which the formation of soot emissions wesot emissions.
described in relation to CHand soot precursors of-8, and GHs3
species prdes. Two-color pyrometry measurements were also
conducted to numerically validatee prediction of soot found. The Data availability statement
relationship between DME mixterratios and the formation of soot
precursors was examined. OH* ofieiminescence was measured as a  The original contributions presented in the study are included in
marker of HRR, where overlap withataadiation was negligible. In the articleSupplementary Materigfurther inquiries can be directed
most cases, IAT images of OH* anéi'Cdisplayed similar intensity to the corresponding author.
distribution, while C2* IAT images showed more signal for the top
section of the ame where soot appears. The key conclusions from this
study are as follows: Author contributions

1. Experimentally, the appearance of soot radiation ¥ C  AA: conceptualization, formal analysis, investigation,
chemiluminescence for methaneames became initially methodology, resources, validation, visualization, writniginal
stronger with little addition of DME (25%). However, whendraft, and writingreview and editing. KH: writingeview and
the DME mixture ratio was increased by more than 25%, thediting. GH: writingreview and editing. RY: conceptualization,
soot radiation appearance became weaker, indicating either l&ssnal analysis, investigation, methodology, resources, validation,
soot concentration or reduced soot temperature. Numericallyjsualization, writingoriginal draft, and writingreview and editing.
the results showed a decrease in soot precursbt(&@d GH=)
concentration as the DME mixture ratio increased in methane

ame. This agreed with the soot volume fraction measurement byLINcliNQ
the two-color soot pyrometry method.

2. Because a small addition of DME (25%) into an ethyl@mee The author(s) declare thahancial support was received for the
contributed to an increase in the concentration gHg, it is  research, authorship, and/or publication of this article. The authors
considered to be a vital species wigHgin forming GHg and  would like to acknowledge EPSRC David Clarke Fellowship for the
soot. However, as the DME mixture ratio increased further intéunding support of the research project (Grant Ref: EP/S017259/2).
the ethylene ame, the GH3 species concentration decreased.

3. Pathway analysis showed that, in DME/Ctdme mixtures, Ckl
signi cantly affected the formation of soot precursors suchgs,C Ackn owledg ments
C3Ha, from which potentially further forms gEle. While it was in
the DME/GH, ame mixture, CH had a positive inuence on The authors would also like to acknowledge the advisory support
C3H3 net production under small RIE mixing ratios (25%). 3  of CMCL Innovations and Prof. R. Cracknell from Shell Global
and GH, soot precursors were found to decrease as the DMEolutions (United Kingdom) for this project. The authors sincerely
mixture ratio increased in the CHame; neverthelegke integrated appreciate the technique support from M. Capper and D. Britton at
CsHs and GH,, pro les increased with 25% DME mixture ratio. Loughborough University for this project. For the purpose of open

4. Both experimentally and numerically, equal power output casascess, the author has applied a Creative Commons Attribution (CC
displayed a reduction in HRR and soot concentration peak valuBY) license to any Author-Accepted Manuscript version arising.
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Nomenclature

Roman letters
Cs

Co

o

Py

- »m »m D

Vx

Vi

X
Xprec
Xsgs
Y
Bruc

Greek letters

Frontiers in Fuels

Specic heat of soot

Specic heat capacity at constant pressure
Model constant for soot inception

Model constant for the soot coagulation rate
Model constant for soot surface growth
Model constant for the soot oxidation rate scaling parameter
Model constant for soot oxidation
Primary particle diameter

Activation energy

Total energy

Froude number

Gravitational force inx direction

Constant enthalpy of species

Thermal conductivity

Soot mass concentration

Mass of an incipient soot particle

Soot particle number density

Avogadro number

Number of species

Pressure

Volumetric ow rate

Ideal gas constant

Net rate production of specigés

Rate of creation of species

Volumetric heat source

Temperature

Activation temperature

Activation temperature for surface growth
Activation temperature for soot inception
Velocity in axial direction

Velocity in radial direction

Mole fraction

Soot precursés mole fraction

Mole fraction of surface growth species
Mass fraction

Normalized radical nuclei concentration

Density

Soot density

26

coll

d

Abbreviations
CFD

DME

FWHM

HC

HRR

IAT

ICCD

Ll
MFC
NO,
PAH
PM
sccm
SLPM

SVF

10.3389/ffuel.2023.1296502

Collision ef ciency
Mixture fraction

DME mixture ratio

Fuel mixture ratio
Global equivalence ratio

Dynamic viscosity of uid

Computational uid dynamics
Dimethyl ether

Full width-half maximum
Hydrocarbon

Heat release rate

Inverse Abel transform

Intensi ed charge-coupled device
Inner diameter

Laser-induced incandescence
Mass ow controller

Nitrogen oxides

Polycyclic aromatic hydrocarbons
Particulate matter

Standard cubic centimeters per minute
Standard liter per minute

Soot volume fraction
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