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ABSTRACT

In this paper, static state and dynamic state feedback linearisation are considered in the
framework of differential algebra. The relationship between dynamic feedback and flatness
defined by Fliess is discussed. The existence of an equivalent proper differential I-O system for
a given differential I-O system is discussed, which is closely related to the choice of a proper
fictitious output in control design. The concept of flatness and its relation to dynamic feedback
linearisability, controllability, observability, invertibility and minimal realisation are discussed.
Finally, it is demonstrated that many fundamental control concepts and their interrelationships
can be incorporated into an extended control diagram.
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1. Introduction

Differential algebra was developed by J. F. Ritt and his students to study nonlinear dynamical
systems [27]. In the last ten years it has been demonstrated that a differential algebraic ( as
distinct from the well established differential geometric) approach can give a clearer under-
standing of some control concepts and their interrelations, such as controllability, observability,
invertibility, decoupling, and controller canonical forms [8, 9, 10] and also observability, the
existence and uniqueness of minimal realisations [18], the equivalence of differential I-O control
systems [19], and feedback linearisation. Some of these works are discussed in the paper [1].

Let K denote a field of characteristic 0; e.g. K = R, or C for time invariant systems and
R (t) or C(t) for time variant systems. A dynamical system may be considered as a finite
differential algebraic extension field over K. Two types of field extensions will be involved in
nonlinear control theory, viz. (pure) algebraic extensions and differential algebraic extensions.
An algebraic extension may be considered as a special case of a differential algebraic extension
when the differential of the algebraic indeterminate is zero. A general differential indeterminate,
for example the control variable u, is naturally an algebraic indeterminate.

For a given differential I-O system, there are three important invariants of equivalence:
differential dimension, differential co-dimension, and system order. The differential dimension
is the number of differentially independent variables ( or differential indeterminates) of the
system. In control theory, even if we know that the differential dimension of the system (model)
is the same as the number of inputs, we are not sure that the inputs are generically differentially

independent unless we can practically choose those input variables as differential parametnc
indeterminates for the system. -
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Based on the previous work on the differential algebraic approach, we consider the problem :
of static and dynamic feedback linearisation using the differential algebraic approach. We also
consider their relationship with the concept flatness defined by Fliess. In fact, flatness is a
special case of dynamic feedback linearisability. We will see that the static feedback lineari-
sation problem will not involve any differential field extension. However, dynamic feedback
linearisation problem will in general involve a differential algebraic extension. This corresponds
to the introduction of extra pseudo-states, i.e. the state variables of the dynamic feedback. In
this sense, the dynamic feedback linearisation problem is a immersion of the integral manifold -
in a flat space.

In [30] it is proved that any locally weakly observable nonlinear state space model is equiva-
lent to a differential input-output model with the number of outputs is no less than the number
of outputs. If they are the same, we get square systems. Corresponding I-O systems are called
proper under some mild regularity constraints. Proper I-O systems are the basis of dynamic
sliding mode control design [20, 21]. We will prove here that algebraically any prime differential
I-O system corresponds (up to local equivalence) to a proper differential I-O system.

The relation of flatness with dynamic feedback linearisability, controllability, observability,
invertibility, minimal realisation are discussed. These control concepts and their relations form
a coherent extended control diagram, which helps in understanding these concepts in both the
differential algebraic and differential geometric frameworks.

In the differential algebra framework, static state and dynamic feedback linearisation is
discussed in Section 2. In Section 3, the existence of an equivalent proper differential I-O system
for a given differential I-O system is discussed. In Section 4, an extended control diagram is
presented. Section 5 considers the relation between flatness and other control concepts.

2. Feedback Linearisation

Let z(t) : Ry—R", u(t) : Ry—R™, y(t) : Ry—RP. Systems under consideration are of
two types. Input-state-output (I-S-O) systems and differential input-output (I-O) systems.
(1) Differential I-S-O systems 3 :

F(z,z,u,t) =0 (2.1)

or the following explicit form can be recovered by the Implicit Function Theorem,
F= Fl.0.1) _ (2.2)

It is noted that a systems of the form (2.2) can always be put into a time invariant affine form
as follows. Let t = Zni1, U = (U1, ..y Um) ' = (21, v 2Zm) ', and u=z= v = (v, 'y Um)| & new
set of controls. Then (2.2) becomes

b= F (@, Fns1)
z="
'rrn.+l= 1|

which is clearly time invariant. Thus the theoretical discussion may be restricted to the following
time invariant affine systems

i= f(z) + g(z)u (2.3)
2
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In considering feedback linearisation in the differential algebraic approach, thell."e 'is 1_101:
much difference in fomulation when system (2.1) or (2.2) is adopted, while there are distinctive
fomuations if systems (2.1) or (2.3) are adopted as we will see.

(2) Differential I-O systems:

#1(g,4,t) =0
: P8 e (2.4)
. 6,(5,1,t) =0
or locally by the Implicit Function Theorem,
(n1) o~
h = (fgl(yauat)
F:  sase (2.5)
Y = (7, T, t).
; 7 ) n1—1 np—1)\T
where a e (ul‘- ru(lﬁl)" ey Um,y "'1u£1"(:m))-r7 y = (yl: "'3yp; 1y§ ! )! (- ;E' ¥ l)) 3

7= (7, yim) | .y T, with my + ... + np = n. The system (2.5) has the following generalised

1 e
canonical form realisation (GCCF):

G =G
o
gnl-l_ 1(211)
Cm (C.1,1)
= ¥il6- U,
- (2.6)
M) (m)
€1 = .zm
(m)

where ¢® = (¢, ... ¢, ¢ = (¢, ...,¢"™)T € R". With the introduction of some pseudo-
state variables as

2 = (5O,
D = (uy ., i=1,.,m
i
v = ('Ul,...,’Um)T:(ugﬂl)a"'augM))

a new state space form is obtained as

(= Bl et
;= G(z,v)

which is again in the form of (2.2) with v as new control variable. Thus only (2.3) and (2.1)
need to be considered.




3. Control Systems in Differential Algebra

There are several ways to adopt a differential algebraic framework when considering control
systems. For example, a control system may be considered as a differential algebraic manifold
determined by a differential system. Alternatively, it can be considered as a differential ex-
tension field determined by a prime differential system. This is because a perfect differential
ideal [25] can be expressed as a finite irredundant intersection of prime differential ideals. In
most cases, a differential extension field will be adopted as a framework in this paper unless
otherwise stated. The prime differential system could be an I-O system or an [-S-O system.

3.0.1. Differential Extension Field

Let K denote a field of characteristic 0; e.g. K = R, or C for time invariant system and R (t)
or C (t) for time variant systems.

Suppose W = (W, ..,W,) denotes the differential indeterminates over K. Consider the
differential algebra K{W} which is a commutative algebra and is closed with respect to the
differential operator 4 [24, 27]. Let

D= {¢1= ---1¢s}v ¢i € K{VV}J =1,..,8

be a differential prime system in K{W}, ie. it determines a prime differential ideal {D} in
K{W}. Then the localisation of the set of differential cosets K {W}/{D} forms a differential
extension field over K~ determined by D :

K (w) = L (K{W}/{D}).
where w is used to denote the image of W under the natural projection

r: K{W}— K{W}/{D}

T W, —w, i=1,.,1

(3.1)

From now on, capital letters denote differential indeterminates in a differential algebra,
corresponding lower case letters denote its image under the natural differential homomorphism
as in (3.1). '

When considering a differential algebraic field K, there are two types of extensions with
which we may be concerned. i.e. differential extensions and pure algebraic extensions.

The following notations are used throughout the paper, which are coincide with those used
in 1, 18]:

Y : state space model with input u, state =, and output y of appropriate dimension;

II : differential I-O system,;

K{WY} is the differential algebra generated by W = (W1, ..., W,) over K, where W is a set
of differential indeterminates over K.

K (T) (or K (1)) is the differential field determined by prime differential ideal {E} (or
{I1}) over K. Alternatively, they can be denoted as K (u,z) (or K (u,y)).

w (resp. @) denotes the derivatives of W (resp. w) to some finite order.

If F is an (non-differential) extension field over field N, Trd°(F : N) and Al.d°(F : N) are
used to denote the transcendental degree and algebraic dimension of F over N respectively.

If Fis a differential extension field over differential field N, Dif fTrd°(F : N) and
Diff.d°(F : N) are used to denote the differential transcendental degree and differential alge-
braic dimension of F over N respectively.
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3.0.2. Description of Nonlinear Control Systems

Let u = (uy, ..., un) be differential transcendental over K, K (u) be a differential transcendental
extension field of K, and K (y) be a differential extension field of output y over K.

Let the I-S-O system 3 and the I-O system II be differential prime systems over K, then the
extension filed M = K (u,z) = K (¥) and L = K (u,y) = K (II) are obtained. The composite
field N = (L, M) which is the minimal differential field containing L and M can be constructed.
Furthermore,

K c K({u) CK (u,r)
K c K{u)CK(u,y),

K (u,z) and K (u,y) are finite differential algebraic extension over K (u), which are two main
differential algebraic frameworks. :

Let K be the differential algebraic closure of K in N.

A property is said to hold generically implies that it holds in an open dense subset of the
region concerned.
Relativity of the Differential Algebraic Framework: A differential algebraic framework
for a nonlinear control system is determined by the system concerned and will not be the same,
in general. for a different system.

3.1. Algebraic Equivalence

In differential algebraic control theory, the concept of local equivalence of two systems used in
geometric control theory has a corresponding concept algebraic equivalence .
Definition 3.1. Two prime differential (control) systems

F{z, ¢.0)=10

and ‘

G((, ¢ v) =0
are said to be algebraically equivalent if the following two conditions hold.
(1) There exist meromorphic functions a = (aj. .... a,) such that

a(z,() = 0
dim(z) = dim(¢)=n

over K (u) or over K (v) and that

det {80:;2,()] #= 0
da (z,()
o [220) 4

hold generically.
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(2) There exist meromorphic functions 3 = (i, ..., #») such that
B(u,v) = 0
dim(u) = dim(v)=m

over K (z) or over K ({) such that

hold generically.

A similar definition can be given for the algebraic equivalence of two affine systems (2.3).
Theorem 3.1 Two differential systems are algebraically equivalent if and only if one can be
obtained from the other by a (pure) algebraic elimination procedure described in [15]. &
Definition 3.2 Let Z7 denote that set of vector of dimension m with each entry to be non-
negative integer. The following relation is introduced within Z7. Let n = (ny,...,nm), p =
(p1,....pm) € ZT. n is said to be lower than p or

n=<p
if

N+ ..+ 0n <p1+t..+Pm
They are of the same order if

n+..+np=p +..+Pnm.

3.2. Feedback Linearisation

Feedback linearisation in the differential algebraic framework can be described in two ways.
This corresponds to using an explicit form or an implicit form. We will discuss both static
feedback and dynamic feedback in these two cases.

3.2.1. Static state feedback linearisation

SFBK1: A system (2.3) is said to be static state feedback linearisable if there exists transfor-

mation u=a(r) + B(z)v
¢=T(z)
m= P(£)

where v is the new control to be designed, «(.) : R* — R™; 3(.) : R* — R™*™; T(.), P(.) :
R™ — R™ are meromorphic function matrices, such that o (0) =0, 8(0) # 0, T'(0) =0 and

det [B(z)] # 0
24

det [%ﬂ} (3.2)
6




hold generically. Under this transformation, system (2.3) is equivalently transformed into a
Brunovski canonical form

(1) 1
¢ = C:(a :
W
Cnla§= C:'(I]]-_)
Cnl =10 (3.3)
- )
gnm-wlz CT(“Lm)
-(m)
nm . Um
or equivalently
y§”" = %1
...... (3.4)
Y = Um

by choosing the output y = (y1,...Ym) = ( §1), ...,dm)), where nj + ... + nm = n = dim(z) =

dim(¢). Naturally

i |
(D = gy
A = L el 4= 1, s 10

These notations will be used throughout.
SFBK?2: System (2.1) is said to be static state feedback linearisable if there exsist the following

relations
a(z,u,v) =0

T(C.x) =0 (3.5)
where o and T are meromorphic function matrices, such that (0,0,0) =0, T(0,0) = 0 and
det g%] -
det L%} # 0 (3.6)
det Z—Z] # 0
det {%%} # 0

hold generically and that (2.1) can be algebraically equivalently transformed into (3.4) with
dimension 37, n; = n = dim(z) = dim(().
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3.2.2. Dynamic state feedback linearisation

DFBKI1: System (2.3) is said to be dynamic feedback linearisable if there exist the following

relations
z=oa(z,z) + B(z. 2)v
u = 7(3:! Z) Yy 77(35» Z)U
(= T(z,2) (3.7)
[ i } = P(¢)

where z € R?,( € R™? and a(.,,.) : R* x R? — R?; G(,.) : R* x RP — RP*™; ¥(.y.) :
R™ x RP = R™; 7(.,.) : R* x R — R™™; T(,,.), P(.,.) : R* x RP — R"? are meromorphic

function matrices such that «(0,0) = 0, v(0,0) =0, T'(0,0) = P(0,0) =0, and

det[n(z,2)] # 0

or |

det | =——
o) *

are satisfied generically, such that (2.3) is equivalently transformed into the form (3.4) with

dimension Y7, n; = n + p = dim(z) + dim(z) = dim(().

DFBK2: System (2.1) is said to be dynamic feedback linearisable if there exist the following

relations

(3.8)

where a = (a1, ..., ap)T, vy = (7,--,7m) , and T are meromorphic function matrices such that
(0,0,0,0) =0, 4(0,0,0,0) =0, T(0,0,0) = 0 and

det [%- £ 0
det [8—f £ 0
det {%% £ 0
det [gg: £ 0 (3.9)
det {%ﬂ # 0
s |am) * 0

hold generically and that (2.1) is algebraically equivalently transformed into (3.3) with dimen-
sion Y7, n; = n + p = dim(z) + dim(z) = dim(().




3.2.3. Results in the Differential Geometric Framework

Theorem 3.2 A SISO system (2.3), is locally static feedback linearisable in N, which is a
neighbourhood of the origin, if and only if the following condition hold in Nj :

(i) rank span{g, adsg, ..., ad} ™'} = n;

(ii) span{g, adsg, ..., ad’}'_Q} is involutive.{

The following theorem links state feedback linearisability with dynamic feedback linearis-
ability in the SISO case. This naturally implies some necessary and sufficient conditions for
dynamic feedback linearisability although these are not known for MIMO systems.

Theorem 3.3 For an SISO system (2.3), static feedback linearisability is equivalent to dynamic
feedback linearisability ([2]) . ¢

3.3. Feedback Linearisability in Differential Algebra

Linearisation via static state feedback and coordinate transformation is equivalent to the lin-
earisation by the feedback of some outputs and its finite order of derivatives. Linearisation via
dynamic state feedback and coordinate transformation is equivalent to the linearisation with
dynamic feedback of some outputs and its finite order of derivatives. This is because local weak
observability means that there is local diffeomorphism

o:(z1,...,Zn) — (Y, Y, Ly,

This is also related to the choice of output. If a system is feedback linearisable, the corre-
sponding output is called a linearizing output. The following discussion will show that, in the
differential algebraic framework, static state feedback linearisation will not involve a differential
field extension, while dynamic feedback linearisation, on the contrary. will involve a differential
algebraic field extension. This corresponds to the immersion of a maximal integral manifold in
a differential geometric framework.

To study static feedback linearisation in a differential algebraic framework, consider nonlin-
ear systems of the form (2.1) and (2.3) respectively.

Proposition 3.1 System (2.3) is static feedback linearisable in the sense of SFBK1 if and
only if there exists a set of outputs y = (y1, ..., ym) C K (z,u) such that

(1)

Ky)= K lzu).

(2) K(z) = K(§) as two (pure) algebraic field, where y = (y1, ..., Yp; ..., g, sy,
Proof. Necessity: From (3.4), it is clear that v € K (y) . By choosing

Yi = ](_1:)1 1= 17'-'7m1

y = (y1,...,ym) is a set of observable outputs such that y € K (z,u) beacuse ( = T'(z) €
K (z,u). Thus K (y) C K (z,u). To obtain z = P(({) algebraically within K (z,u), it is
necessary that z € K (y) . On the other hand, u € K (z,y) ,s0 K (z,u) C K (y) . It is concluded
that

K (y) = K (z,u).
(2) is clear from the relation
¢(=T(z)
z = P(()
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Sufficiency: By condition (2),

z = T(y)

g = T(z)

i -1 nm—
y = (ylﬂ""ygnl )""Jym""?y'l('n 1))'

This also implies that § = T(P(7)) and z = P(T(z)). Thus
nm + ... + ny, = dim(z).

Besides,

| 8P
z = H(y)+Wy()

n— -1 MNm—
D = @™, )
y™ = @™,
where H(7) is a meromorphic function of y.
Now let
= gy
yt(ni) = (3.10)
7 T, cos Tl 3 = Lypossy™
Then
z = P(()
oP
flz)+g(z)u = H(C) WU

Or equivalently

Il

s
o
—

a(z) = g '(z)(—f(z)+ H (T(z)))
B(z) g (
det [3(z)] # O.

Under this transformation, (2.3) is of the form (3.10) which is exactly (3.4). ¢
Proposition 3.2 System (2.1) is static feedback linearisable in the sense of SFBK2 if and
only if

(1) there exists a set of outputs y = (y1,...,Ym) C T where T is some (pure) algebraic
extension field of K (x,u) such that

(2) K (y) and K (z,u) are algebraically equivalent;

10
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(3) K(z) and K(7) are algebrically equivalent when considered as (pure) algebraic fields,

where y = (y1, ..., gy yime— ).
Proof. Necessity: (a) (3.8) determines a pure algebraic extension T over A {z, 1)

(b) By (3.4), it is clear that v € K (y). By (3.4) and (3.5) it is concluded that y and v are
(pure) algebraic over K (z,u) . Similarly, z and u are (pure) algebraic over K (y) . Furthermore,
(3.6) implies that the conditions (1) and (2) in Definition 2.1 hold. Thus condition (2) is
necessary.

(c) Condition (3) follows directly from the relation

T, 3] = D.

Sufficiency: Suppose y = (Y1, ..., ym) € K (z,u) satisfies (1)-(3).
By condition (1), u; is algebraic over K (y) and differentially transcendental over K. i.e.
there exist non-trivial meromorphic functions w; over K such that

wi(u,g) = 0,i=1,...,m

Ow
det [%:I 7é 0

w = (qu. ...,wm)

Suppose that n; > 0 is the lowest order derivative of y;, j = 1,...,m, such that

Ow
det £0
holds generically. Let
v =y™ i=1,..,m. (3.11)
Then
wi(“i:CaU) = 01i=17"':m‘
Ow
det | =
et {61}] # 0
Ow
det | — 0
|5 *
(ool = Wil e B et 0)

Because u = (us,...,un) is a set of differential independent elements over K ), 3 =
(v1,...,Um) has the same property . Thus the first equation in (3.5) and the first two equalities
in (3.6) are recovered.

Condition (3) implies that there exists meromorphic function vectors T' = (T3, ..., T;,) such
that T(0,0) = 0 and that

or
det [8_$_1| ?é 0

oT

1



hold generically.

Meanwhile, (v1,...,7,) is a set of new but equivalent control variables. With this set of
control variables and such a set of outputs y, the system (2.1) has the Brunovski canonical
form (3.11).

This completes the proof.

Intuitively, in a differential algebraic framework, static state feedback linearisation does
not involve a differential extension of K (z,u). It may cause some (pure) algebraic extension.
However, the following discussion will show that dynamic feedback linearisation involves the
introduction of some new state variable z to represent the dynamic compensator beyond the
original state variable. The variable z belongs to some proper differential extension field of
K {z:4) -

Consider differential algebras K {X,U} and K {X, Z,V'} Suppose ¢ is a differential inclusion
(injective homomorphism):

K{X, U} > K{X,Z,V}.

Thus K {X,Y} can be identified with its image in K {X,Z,V}. Thus K {X,U} can be con-
sidered as a differential sub-algebra of K {X, Z, V}. Under this inclusion

@; (X,U) _L>71Dji (X:-Z:V): ji 5 {11---,(]}
Y {e(X,U),i=1,...p} CK{X,U}
Z : {wj (X,Z,V),] = 1»---:‘?} = K{Xw Z)V}

where both 3~ and S are prime differential systems. This induces the following commutative
diagram
K{X,U} - K{X ZV}
71l L7
K(z,u) = Kz, z,v)

where 7;, 7 are natural projections

K{X,U} D K(zu = LE{XU/{Y))

—_—

K{X.Z,U} 3 K (z,z,0) = L(K{X,Z,V}/{Z})

which are surjective . This implies that K (z,u) can be considered as a differential algebraic
sub-field of K (z,z,u). tp is a differential inclusion (injective homomorphism).
Proposition 3.3 System (2.3) is dynamic feedback linearisable in the sense of DFBK1 if
and only if the following conditions hold.

(1) There exists a differential algebraic extension field K (z, z,u) of K (z,u) determined by

2= o(z,2) + B(z,2) v

v=n"Yz,z) (u—(z,2)). (3.12)

(y) = K (z,2z,u).
4) K(z,z) = K(7) as two (pure) algebraic fileds, where y = (y1, ... T T ylre 1)),
Proof. Necessity:

(2) There exists a set of outputs y = (y1, ..., Yym) C K (z,2,u), such that (3) and (4) hold;
(3) K
(4)

12




(a) From (2.3) and (3.7), it is necessary that z
extension field over K (z, z,v) over K (z,u) wit
(b) From

satisfies (3.12), which determines a differential
hv=n"Yz,z) (u—"(z,z)). This proves (1).

g = (=T(z,2)
(z,2) = P(C)
g = (yl’"'?ygnl_l)'n"'1ym>...:y,(-:m_l))-r
it is deduced that
¢ = T(P(()
(z,z) = P(T(z,2)).
Then |
T
J = (n) e o Ll
1 y Hw;2) + 5 (f(z) + g(z)u)
oT

u

dz

|

(P(o)] (v = H (P(Q) +  (PO)

where = (y\™), ., y"n)) an T, z) is a vector of meromorphic function of (z, z). Thus
here y™ = (y™),...,y(™)) and H i f hic functi f( Th

v € K
u € K

Besides, (z, z)

{m; 2i9)

(y) -

P(¢) implies (z,2) € K {y). Thus K (y) = K (z,2,u) .

(¢) Condition (4) follows directly from the relation

(=T(z,2)
&L
{ . } = P(()
Sufficiency:
From (4), there exists a relation
©;(zi,7) 0 #=1, 0
wj(zﬁg) 0, J =1..,p
dim(y) = n+p
which satisfies o( )
©, P
det
|5e) #°
which implies the regulaity requirement in DFBK1. Now
a 1 ~ L 6 1 n
2 (f(z) + g(ehw) + Hi(z, ) + 3. —yuy ™ = 0
ox; — 0 ( 3)
# i=10Y;
1 = 1,..n.

13




where H,(z;,7) is a meoromorphic function of (z;, 7). Let

Then

dp] ™ B
u=—g~@)f() - (@) [—ﬂ {H + 3y }

O;(25,0) . s s O )
DY g+ Uz DY e = 0
0z; 7 Elﬁyfc S

where H} is a meromorphic function of (z;,9). Thus

R e
[ g5

where H' = [H](z1.§), ... Ho(2p. 9)] -

Thus all the conditions in DFBK1 are satisfied. O
Proposition 3.4 System (2.1) is dynamic feedback linearisable in the sense of DFBK2 if and
only if the following conditions hold.

(1) There exists a differential algebraic extension field K (z, z,v)

(z,z,u,v)

a(z,z,z,v) =

where v = (v, ....Um). K (z,u) can be identified with a differential subfield of K (z.z,v) .

(2) There exists a finite differential transcendental extension field K (y) , vy = (Y1, Um),
over K such that (3) and (4) hold,;

(3) K (y) is algebraically equivalent to K 2,0

(4) K(z) and K(7) are algebrically equivalent when considered as (pure) algebraic fields,
where y = (y1, -, yﬁ’“‘”, ""yP""yJ(an_l))‘ '
Proof. Necessity:
(a) Condition (1) is required by the definition of DFBK2.
(b) From the Brunovski canonical form (3.4), v € K (y) and

T(z,z,5) = 0
y(z,z,u,v) = 0.

Thus (z, z,u) is (pure) algebraic over K (y) . From (3.9), v is algebraic over K (z,z,u) and
<o are all the differentials of v. Thus y and all its derivatives are algebraic over K (z, z, u) . S0
K (z,z,u) and K (y) are algebraically equivalent.
(c) From (3.9),
T(z,z,()=0
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so (4) is obtained.
Sufficiency: If (1)-(3) hold, the first two relations in (3.9) are obvious. Let

W =
i = L.t = Lywgym

Condition (3) implies that the following two compatibility conditions hold;

(a)
(z,z,u,0) = 0
detlafya:z”uu,}%o
detlafyxzuv} 20
holds over K, which is just the third relation in (3.9).
(b)
B(z,z,(u) = 0
aﬁ (I4 Z? C.ﬁ u)
or
Biz,zCv) = @
08 (z,z.C.v)
det | ————— 0
e [ ac #
holds over K . If 3(z,2,(,u) = 0, eliminate u from
ﬁ(I,Z,C,U) = 0
v (@ 26U = 0,
A compatibility condition
T (z;2,0) =0
holds.
Similarly, if 3 (z, z,¢,v) = 0, then 8 (z,z,(,v(z, z,u)) = 0. Eliminate u by the method in
[15] from
6(I1z?<!7(2’:)z1u)) =
v (I? z,u) =
A compatibility condition
T(%,.2,0) =10

will result. $




Corollary 3.1 The following results are true:
(1) Diff.Trd’ (K (z.z,u): K) = Diff.Trd’ (K (z,z,v) : K);

(2) there exists another set of differential parameter indeterminates v = (v1y ey Um) C
K (z,z,u) such that

Alg Trd° (K (z,z,u) : K (u)) = Alg Trd’ (K (z,z,v) : K{v)) =n+Dp.
Proof. From the results above, u € K (z,u,v) and v € K (z,z,u). It is thus true that
Dif f Trd° (K (z,z,u) : K) < Dif f.Trd° (K (z,z,v) : K)
and
Dif f.Trd (K (z,z,u) : K) > Dif f.Trd® (K (z,2,v) : K).

So (1) is true.

K (z,z,u) is differential algebraic over K (u) and K (z,z,v) is differential algebraic over
K (v) . This is also the case for K (y) over K (u) and K (v). Besides, (z,z) and § are equivalent
algebraic transcendence basis over both K (u) and K (v). While

Alg Trd° (K () : K (u)) = Alg Trd® (K ) : K (v)) =n+p.

So (2) is true. ¢

3.4. Flatness

Proposed by Fliess et al (1992). Consider dynamic feedback (3.7)
Let

ny—1 N —
Y = (y, ...,y§ 1 )§ vy Ymo ---:'yin 1))-

{ﬂ = P(Y).

Thus from (3.7) z and u can be expressed as smooth function of (y1, ..., Ym) and its finite number

of derivatives: _
2= Ay, ¥, y'®)

i 3.
u = Bly,¥....4%) Sy
Such a dynamic feedback is endogenous if and only if the converse holds. 1.e.
y = C(z,u, %, ..., u"). (3.14)

Such an output y is called flat output. Thus a system (2.2) is flat if and only if such a flat
output exists.
The nonlinear control system (2.2) is called flat if some fictitious output

w=w(z,1u),

exists such that the state z and control variable u can be expressed, without integrating any

differential equation, in terms of the flat output and its associated finite order of derivatives

[9). This can be interpreted in differential algebra as follows.
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In differential algebra, (3.4) and (3.13) imply that

v € K(y)
z € K(y)
z € Ky
K(uz) C K(vy =K.
While (3.14) implies that
y € K(u,z)

Thus flatness in the sense of (7] means that
K(uz) =K (v, =K(v,y)=K(y.
Although the differential dimensions are the same
Dif fTrd’ (K {u,z): K) = Dif fTrd° (K (v,y) : K)
the algebraic dimensions
Al Trd (K {u,z) « Klu)) = mn
AlTrd’ (K (v,&) : K{v)) = n+p

are different in general.
An important feature here is that the dynamic feedback (3.7) does not cause differential
field extension. From the discussion above, it can be seen that

K (y) # K (u,z)
in general. From this point of view, it is concluded that
flatness = dynamic feedback linearisability

Corollary 3.2 Flatness is a special case of dynamic feedback linearisability. <

4. Output Choice in Control Design

In practical control problems, the choice of output largely depends on physical availability or
measurement of state variables. Theoretically, proper output choice may simplify controller
design by bringing a state space system (2.2) into a kind of canonical form [14]. In this sense,
output choice is in fact a choice of coordinate transformation. From the control design point
of view, to achieve (static or dynamic) state feedback, all observable outputs can be used in
principle. Based on this idea, [11] chooses proper outputs to render a non-minimum phase
nonlinear system to have acceptable zero dynamics. A system’s relative order is also an output
dependent concept. For the convenience of design, one wishes to choose outputs with as large
17































